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1 - Introduction

Features

Conventions used in this manual

* Compact audio recorder that uses SD/SDHC/SDXC cards as
recording media

* Built-in with high performance directional stereo
microphones in XY positions

* Mid-side decoding function can be used with MS
microphones

* Simultaneous recording of up to four channels is possible

* Built-in four-track MTR feature

*  Built-in Wi-Fi feature to use smartphone as remote control,
transfer files from the PCM recorder, and play back audio

*  44.1/48/96 kHz, 16/24-bit, linear PCM (WAV format)
recording possible

* Compatible with the BWF format

* 32-320 kbps MP3 format recording possible (compatible
with ID3 tag v2.4)

* The dual recording feature allows two files to be recorded
simultaneously at different levels

* Supports dual format recording (WAV/MP3)

*  Built-in 0.3 W monaural output monitor speaker

* Built-in effector (reverb) function can be used during
recording and playback

* Auto-record function starts recording automatically when a
set sound input level is detected

* Track incrementing function allows you to update a file at
a preset time or at desired position without interrupting
recording

* Pre-recording (PRE REC) function allows the unit to record
the 2 seconds of sound before recording is activated

* Peak reduction function is available to reduce the level
automatically in case of excessively large input

* Limiter function is available to reduce the level
automatically in case of excessively large input

* Low-cut filter conveniently reduces low-frequency noise

* VSA function can change the playback speed in the range
from 0.5 to 2.0 times (in 0.1 increments) the normal speed
without changing pitch

* IN-OUT loop playback functions

This product has a Blackfin® 16/32-bit embedded processor
made by Analog Devices, Inc. This processor controls digital
signal processing.

Inclusion of this Blackfin® processor in the product increases
its performance and reduces its power consumption.
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In this manual, we use the following conventions:

*  When we refer to buttons, connectors and other parts of
this unit and other equipment, we use a bold font like this:
MENU button.

*  When we show messages, for example, that appears on the
unit’s display, the typeface looks like this: REFEAT.

* Highlighted area on the DR-44WL display is indicated as a
“cursor”.

* SD/SDHC/SDXC memory cards are referred to as “SD cards”.

* Words that appear on the computer display are shown in
quotation marks like this: “DR-44WL"

® The selected folder is indicated as the “current folder”.

* A computer or a smartphone that is connected with the
DR-44WL via Wi-Fi is referred to as the “Wi-Fi device”.

* Additional information is provided as “tips", “notes", and
“caution” as required.

These are tips about how to use the unit.

These provide additional explanations and describe special
cases.

Failure to follow these instructions could result in injury,
damage to equipment or lost recording data, for example.
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About SD cards

Trademarks and copyrights

This unit uses SD cards for recording and playback.

You can use 64 MB to 2 GB SD cards, 4 GB to 32 GB SDHC cards,
and 48 GB to 128 GB SDXC cards with this unit.

A list of SD cards that have been confirmed for use with this unit
can be found on our web site. Please access to a product page of
this product from the TEAC Global Site (https://teac-global.com)
to find the list or contact the TASCAM customer support service.

Precautions

SD cards are delicate media. Please refer to the below when
using memory cards to prevent memory and/or card damage:

* Do not leave a memory card in extremely hot or cold places

* Do not leave a memory card in extremely humid places

* Do not spill any liquids on the memory card

* Do not bend the card or subject it to any excessive force

* Do not subject the card to any physical shock

* Do not remove the card while the unit is accessing data, or

recording, playing, or making data transfer
* Always store the memory card in a case

TASCAM is a trademark of TEAC CORPORATION, registered
in the U.S. and other countries.

SDXC Logo is a trademark of SD-3C, LLC.

Y 4
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Supply of this product does not convey a license nor imply
any right to distribute MPEG Layer-3 compliant content
created with this product in revenue-generating broadcast
systems (terrestrial, satellite, cable and/or other distribution
channels), streaming applications (via Internet, intranets
and/or other networks), other content distribution systems
(pay-audio or audio-on-demand applications and the like)
or on physical media (compact discs, digital versatile discs,
semiconductor chips, hard drives, memory cards and the
like). An independent license for such use is required. For
details, please visit http://mp3licensing.com.

MPEG Layer-3 audio coding technology licensed from
Fraunhofer IIS and Thomson.

Wi-Fi is a trademark of Wi-Fi Alliance. The Wi-Fi CERTIFIED
Logo is a certification mark of Wi-Fi Alliance.

Microsoft and Windows are either registered trademarks or
trademarks of Microsoft Corporation in the United States
and/or other countries.

Mac is trademarks of Apple Inc. in the United States and
other countries.

I0S is a trademark or registered tradmark of Cisco in the U.S.
and other countries and is used under license.

App Store is a service mark of Apple Inc.

Google Play and Android are trademarks of Google inc.
Blackfin® and the Blackfin logo are registered trademarks of
Analog Devices, Inc.

Other company names, product names and logos in this
document are the trademarks or registered trademarks of
their respective owners.
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2 - Names and functions of parts

Top panel
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(1) Built-in stereo microphone (INT R/INT L)
This is an XY directional stereo electret condenser micro-
phone.
On this unit, the mic that appears behind and on the left in
the illustration is called INT R and the mic in front on the
right is called INT L.

(2) PEAK indicator
Lights (red) when the input volume is too high (-2 dB).

(3 Display
Displays a variety of information.

@ TRACK/INPUT button
During recording standby (4 CH mode) or when stopped
(MTR mode), press this button to select the channel (track)
to record.
When the INFUT LELEL setting screen pops up, press this
button to select the channel (track) for adjusting the input
level.
When the INFUT SETTIHG screen is open, press these
buttons to show channels (tracks) to set.

(5) W/HOME button
If you want to pause, press the button again.

Press this button during pause time to return to the
beginning of the file.

Press this button during recording or recording standby to
cause the recording to stop.

INPUT

To return to the Home screen, press this button in any screen

display. Use this button to select “NO” to a confirmation
message.

(6 =< button
During playback or when stopped in the middle of afile,
press to return to the beginning of the file.
When the IN and OUT points are set between the current
position and the end of the playback file, pressing this
button skips to those points.
If you press this button when a track is stopped at its

beginning, the unit will skip to the beginning of the previous

track.
Press and hold this button to search backwards.
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Press this button while pressing and holding the ENTER/
MARK button to return to the previous mark.

On the setting screens, use this button to move the cursor
left.

On the BROWSE screen, press this button to move up a level.

» /11 button

To start playback in the Home screen, press this button while
in stop mode.

If you want to pause, press the button again.

When a file or folder is selected on the BROWSE screen, press
this button to return to the Home screen and play the file or
the first file in the folder from the beginning.

MENU button

When the Home screen is displayed, press this button to
open the HEHU screen.

Press this button to return to the HEHU screen from the
various setting screens.

When the HEHU screen is open, press this button to return to
the Home screen.

MTR indicator
Lights up when the operation mode is in MTR mode.

MIXER button

Press this button to open the MIXER screen.

When the MIXER screen is open, press this button to return
to the Home screen.

RECORD button/RECORD indicator

4CH mode:
When stopped, press this button to put the unit into
recording standby. The RECORD indicator will start to
blink.
When in standby, press this button to start recording. The
RECORD indicator lights when recording.
Press when recording to pause recording. The RECORD
indicator will start to blink.

MTR mode:
When stopped or playing back, press this button to start
recording. The RECORD indicator lights when recording.
When recording, this button does not function.

»» Fast forward button

Press this button in playback or stop mode to skip to the
next track.

When the IN and OUT points are set between the current
position and the end of the playback file, pressing this
button skips to those points.

Press and hold this button for fast forward search.

On the setting screens, use this button to move the cursor
right.

Press this button while pressing and holding the ENTER/
MARK button to move forward to the next mark.

On the BROWSE screen, press this button to move down

a level. If a file is selected, the file is loaded and the unit
returns to the Home screen.

INPUT button

Press this button to open the IHPUT SETTIHG screen.
When the INFUT ZETTIHG screen is open, press this button
to return to the Home screen.

ENTER/MARK button

Use this button to confirm selections or select “YES"to a
confirmation message.

Press this button during recording to add a mark manually.
(See “Manual cue marking during recording” on page 27.)
While pressing and holding this button during playback,
press the << button to return to the previous mark or
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press the »»1 button to move forward to the next mark.
(See “Moving to the cue mark position” on page 28.)

When the PLAY FUHCTION screen is open, use this button to
set the IN (start) and OUT (end) points of the interval that
you want to set for loop playback. When the IN (start) and
OUT (end) points are already set, press this button to clear
the IN and OUT points.

{5 QUICK button
When the Home screen, FLAY FUHCTION screen, BROWSE
screen or 50Hi screen is open, press this button to pop up
the quick menu. (See “QUICK button overview” on page
41)

Wheel
This is used to select items or change value on setting
screens. Also used to change the playback position in a file.

Front panel

{7 Wi-Fi indicator
Indicates the status of wireless LAN.
Lights out: OFF
Blinks: Waiting to be connected

Lights up: Operable from the exclusive application (DR
CONTROL)

EXT MIC/LINE IN 1/L / 2/R jack (XLR/TRS)
These are balanced analog XLR/TRS combo jacks for micro-
phone and line level inputs.
XLR (1: GND, 2: HOT, 3: COLD)
TRS (Tip: HOT, Ring: COLD, Sleeve: GND)

* Confirm that phantom power is OFF before connecting
aline level device to these EXT MIC/LINE IN jacks. If you
connect a line level device while phantom power is being
supplied, that device and this unit could be damaged.

* When connecting to or disconnecting a condenser micro-
phone from the EXT MIC/LINE IN jack, confirm that the
phantom power for that jack is OFF. If you connect or
disconnect a microphone while phantom power is being
supplied, that microphone and this unit could be damaged.

* Do not connect an unbalanced dynamic microphone to
an XLR connector when phantom power is being supplied.
Doing so could damage that microphone and this unit.

Left side panel

HOLD — @ —~ (/|
=m» O CTC D

()/UNE  + OUTPUT LEVEL —
“»"out

H
b

HC,

B=2

SD card slot
Insert or remove a SD card.

@) HOLD/®/ |switch
To turn the power on/off, slide and hold the switch towards
the &/ licon.

When you slide the switch towards the HOLD side, all the
functions of the buttons are locked.

@) Q/LINE OUT jack
A headphone or a line input jack of an external device (via
stereo mini-jack cable) can be connected to this jack.

@2 OUTPUT LEVEL button
These buttons adjust the output sound level of the built-in
speaker or the Q /LINE OUT jack.
During adjustment, a volume indicator will be displayed in a
pull-up window.

@) Wi-Fi button
Use this button to turn on/off the Wi-Fi function.

Right side panel

2 )

— To

wm
PHANTOM MIC
L INPUT LEVEL —! @1

®
| w

@) EXT IN switch
Set the gain for the EXT MIC/LINE IN jack and whether
phantom power is on or off.

* Confirm that phantom power is OFF before connecting a
line-level device to the EXT MIC/LINE IN connector. If you
connect a line-level device while phantom power is being
supplied, that device and this unit could be damaged.

* Do not connect or disconnect mics when the phantom
power switch is set to ON. Doing so could cause a loud noise
and might damage this unit and connected equipment.

* Turn phantom power ON only when using a condenser
microphone that requires phantom power. Turning
phantom power on when a dynamic mic or other mic that
does not require it is connected could damage this unit and
connected equipment.

* When using condenser mics that require phantom power
and dynamic mics together, be sure to use balanced
dynamic mics. Unbalanced dynamic mics cannot be used
when phantom power is enabled.

* Supplying phantom power to some ribbon mics could break
them. If you are unsure, do not supply phantom power to a
ribbon mic.

* When using USB bus power, the unit might not be able
to supply phantom power depending on the computer.
Ifthis occurs, use the dedicated AC adapter (TASCAM
PS-P520U:sold separately).

* Some condenser microphones will not operate when
phantom power is set to +24V.

* Do not connect or disconnect the AC adapter when using
phantom power. Doing so could cause the unit to turn off
even when batteries are installed in it. This can result in
recording data being damaged or lost.

TASCAM DR-44WL T
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@5 INPUT LEVEL button

Press this button to show the INPUT LEVEL setting screen on

the display as a pull-down menu.

When the IHFUT LELEL setting screen is shown, press this

button to close the pull-down menu.

@6 INPUT LEVEL volume

When the IHFUT LELEL setting screen is shown, use this to

adjust the input level.

@) USB port

Use a USB cable to connect the DR-44WL with a computer.
(See”11 - Connecting with a computer” on page 52.)
Power can be supplied through the USB cable or the
dedicated AC adapter (TASCAM PS-P520U: sold separately).

Connect the DR-44WL directly be connected directly with

the computer, not through a USB hub.

Bottom panel

@) Strap holder

A strap can be attached to this holder.
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32 Battery compartment
Insert four AA batteries into the compartment to power the

unit. (See “Using AA size batteries” on page 12.)

Built-in mono speaker

Use this built-in speaker to listen to recordings.

No sound will play when:

+ Inrecording standby

» Headphone is connected

+ Inrecording mode

- Speaker output setting is turned off

Tripod attachment screw-hole (1/4 inch)
A tripod can be attached to the DR-44WL.

fastened to prevent the unit from falling off.

* When attaching this unit to a tripod or microphone stand,

ensure to place it on a level surface.

* Some tripods have different screw specifications that make
direct connection impossible. Use a commercially-available

adapter with such tripods.
Battery compartment cover

8 TASCAM DR-44wWL

Home Screen

Ensure the tripod or microphone stand screws are securely

P 99 999
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Home Screen in the 4 CH mode
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Home Screen in the MTR mode

(@ Playback speed status display
One of the following icons appears according to the

playback speed setting.

Icon Playback speed

Blank Playback speed not changed

[ZFEED +] x1.1-%2.0

[ZFEED -] x0.5 - x0.9

When the playback speed cannot be

e changed
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(2 Display of the key control function on/off status
This icon shows whether the key control function is on or off.

lcon On/off status
Blank Key control function off
=3 Key control function on
Key control function on (setting disabled
= state)

(3 Reverb on/off status display
This icon shows the reverb on/off status.

Icon On/off status

Blank Reverb is off

Reverb is on (sound effects recording) INT
EEEE | MIC, EXTIN

FEDEFE Reverb is on (SEND status) MIX

@ speaker output display
41: displayed: Speaker output on
Blank: Speaker output off

(5 Phantom power supply display
Blank: No phantom power supply
4zv : 48V phantom power supplied
zaw ; 24V phantom power supplied

(® Power supply status message
When power is supplied from the batteries, the current
battery level is displayed in bars ([, fm , [7]),
When the battery level is low, the Ed will flash and the power
will be switched off (standby mode).
When the dedicated AC adapter (TASCAM PS-P520U: sold
separately) or USB bus power is used, B appears.

When attempting recording or other operations that
consume large amount of power, a warning message of
Battery Lowmay pop-up.

(@ Recorder status message
The recording status is indicated in the following icons:

Indicator Detail

| Stop

L Pause

> Playback

> Fast-forwarding

<< Fast-rewinding

> f?illzp forward to the beginning of the next

|t Skip backward to.the l?eginning of either the
current or preceding file

Loop playback setting status display
During loop playback, the 1w+ icon is displayed.

(@ Filename/song name display
When the 4CH mode is selected, the name or tag infor-
mation of a file being played back is shown.
The ID3 tag information is displayed instead when included
in the MP3 file.
When there are multiple files in the 4CH mode, only the
format portion of each of the file names and the basic
number of a recording file are displayed. When a single file is
recorded, its name is shown.
When the MTR mode is selected, the name of an opened
song is shown.

®

®

ID3 tag information contains titles and artist names, which
can be stored in MP3 files.

Loop playback IN (starting) and OUT (ending) points
setting status

The IN (starting) and OUT (ending) points-setting state of
the loop playback is shown.

When the IN (starting) point is set, the Micon appears at the
set position on the playback position-displaying bar.

The I icon appears at the playback position on the bar
when the OUT (ending) point is set.

Playback position display
The current playback position is shown by a bar. As playback
progresses, the bar extends to the right.

Level meter guide display
This is a level meter guide for adjusting the input and output
levels. It is displayed at the “—12 dB” position of the scale.

Level meter
This meter displays the level of an input sound or that of a
playback sound.

File status display
The file state is displayed in different ways, depending on
the type of a file to be played back.

S : Stereo file status

W B : Status of two mono files

—o —=>: Nofile

Elapsed time display
Displays the elapsed time (hours: minutes: seconds) of the
current file.

Remaining time display
Displays the remaining time (hours: minutes: seconds) of the
current file.

Peak value displayed in decibel (dB)
Displays the maximum playback level in decibel reading per
set amount of time.

Recording Screen

The following recording screen is displayed in recording or
recording standby mode.

DuaLT-Evere NI )
00:00:18 ] ©

Oe=yyz a7

fr
: TASCAM_D001 QELT ()

— :

Recording screen in the 4 CH mode

-
*
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N
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Recording screen in the MTR mode
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Display of the dual recording function on/off status (4CH
mode only)

Blank: dual recording function off

: dual recording function on

Reverb on/off status display
This icon shows the reverb on/off status.

Icon Detail

Blank

Reverb is off

Reverb is on (sound effects recording) INT
MIC, EXT IN

Reverb is on (SEND status) MIX

[FELEFE]

REL'ERE

Phantom power supply display
Blank: No phantom power supply
4zv : 48V phantom power supplied
zav : 24V phantom power supplied

Recording status message
The recording status is indicated in the following icons:
Indicator | Detail
P Recording standby or recording pause
mode
(] In recording mode
Self-timer recording activated

Display of the setting status of the PRE REC or AUTO REC
function (4CH mode only)

When the PRE REC function is ON, the &3 icon appears.
When the AUTO REC function is ON, the icon appears.

Filename/song name display

Displays the file name automatically assigned to the
recording file.

When there are multiple files in the 4CH mode, only the
format portion of each of the file names and the basic
number of a recording file are displayed. When a single file is
recorded, its name is shown.

When the MTR mode is selected, the name of an opened
song is shown.

Level meter guide display

This is a level meter guide for adjusting the input and output

levels. It is displayed at the “-12 dB” position of the scale.

Level meter
Displays the input sound level.

@ File status display

The file state is displayed in different ways, depending on
the type of afile to be recorded.

EEEEN : Stereo file status

N B : Status of two mono files

10 TASCAM DR-44WL

Elapsed recording time

Displays the elapsed recording time of a recorded file (hours:

minutes: seconds).

@) Remaining recording time
The remaining time left on the SD card is shown in hours:
minutes: seconds.

{ Peak decibel (dB) message
Displays the peak input level in decibel reading.

@ Auto punch in/out function on/off status or master track

loading status (VTR mode only)
No icon: auto punch in/out function off

EREIGEE : auto punch in/out function on
: master track loaded

Menu item list

Press the MENU button to open the HEHL screen. Menu items
are as follows:

Menu item Function Ref. page
Switch the operation
HODE mode of this unit. page 17
page 18
REC SETTING Malfe recording page 25
settings page 26
page 29
. . page 24
AUTO FUNCTION fSet d|.fferent recording page 25
unctions.
page 28
BEROWSE SD card file and folder age 32
(4CH mode only) | operations pag
S0HG Operate songs on the a0e 35
(MTR mode only) |card. pag
page 15
page 48
TOOLS Configure settings for | page 49
different functions page 53
page 55
page 57
Configure reverb
REVERE settings. page 49
Set the power and the
POVER /D ISPLAY display page 61
. . page 59
SWSTEH Various system settings page 60




2 - Names and functions of parts

Using menus

Basic operations

The following explains the menus, using the display contrast
setting as an example.

1. Press the MENU button to open the HEHU screen.

— ew @
FEC SETTIHG
AUTO FUHCTION
EROWEZE
TOOLS
REVYERE

2. Use the wheel to select a menu item (highlighted), and
press the ENTER/MARK or »» button to move to various
settings screens.

AUTO FUMCTION
BROWSE
TOOLS

REVERE
POUER/DISPLAY

SYSTEM

Avl

3. Use the wheel to select an item to set (highlighted).

FOWER/DISFLAY ‘OO
AUTO PUR SAYE =50min
BATTERY TYFE =ALKAL
FPHAHTOM WOLT = 4EY

BACKLIGHT $5ZEC,
H
FERFK, HOLD tlsec

4, Pressthe ENTER/MARK or »» button to move the cursor
to highlight the setting.

POWER/DISPLAY ‘IO
AUTO FUR SAYE |2
EATTERY TYFE |3
PHANTOM wOLT |4

5. Use the wheel to change the setting.

6. Pressthe ENTER/MARK or <€« button to set a different
item in the same menu.

This enables you to select a new item. Use the wheel to
select an item to be set (highlighted).

7. Repeat the 3.t0 6. steps to set each items, as necessary.
8. Press the MENU button to return to the HEHL screen.
Press the l/HOME button to return to the Home screen.

Use the following buttons to operate the various screens.
B MENU button

Opens the HEHU screen.

B B/HOME button

To return to the Home screen, press the B/HOME button in any
screen display.
Use this to answer “NO” to a confirmation message.

B ENTER/MARK button

Use this button to confirm selection of a setting item or to select
“YES" to a confirmation message.

Bl »»> button

Use this to move the cursor (the highlighted area) to the right on
the screen or to open folders on the BROWSE screen.

B <<« button

Use this to move the cursor (the highlighted area) to the left on
the screen, and to close folders on the BROWSE screen.

B Wheel

Use this to select (highlight) each item or to change value.
Bl MIXER button

Open the MIXER screen.

B INPUT button

Open the INPUT SETTIHG screen.

B QUICK button

This opens the quick menu pop-up. (See “QUICK button
overview”on page 41.)

TASCAM DR-44wL 11



3 - Preparation

Powering the unit

Power sources

The DR-44WL operates on four AA batteries, the dedicated AC
adapter (TASCAM PS-P520U: sold separately) or USB cable (USB
bus power).

Use either alkaline batteries or Ni-MH batteries.

Using AA size batteries

Remove the battery compartment cover on the back of the unit,
insert four AA batteries into the battery compartment, aligning
to the @ and © markings inside the battery compartment, and
close the cover.

Select the same type of batteries to get an accurate reading of
the remaining battery power and required minimum power for
operation. (See “Battery type settings”on page 61.)

* Do not use Manganese dry cell batteries.
* Ni-MH batteries will not be recharged with this unit; use a
separate battery recharger instead.

The supplied alkaline batteries are for testing and may not
last long.

A large amount of power is consumed to provide phantom
power to a condenser microphone. If you use a condenser
microphone while running the unit on AA batteries (NiMH
rechargeable or alkaline), the operating time will be
extremely shortened.

If you need to operate the unit for a long time, use the
dedicated AC adapter (TASCAM PS-P520U: sold separately)
or TASCAM BP-6AA external battery box (sold separately) to
power the unit.

12 TASCAM DR-44WL

Using an AC adapter (sold separately)

Connect the dedicated AC adapter (TASCAM PS-P520U: sold
separately) and the USB port of the unit with the USB cable
(Type-A to micro-B: Included with TASCAM PS-P520U) as shown
in the illustration.

AC outlet

PS-P520U
(sold separately)

micro-B USB plug

™
]
) =i

U et &l B

> O v

mic+- 1 L LNe uss

PHANTOM MiC
L INpuT LEVEL —
— ®
ST ‘

When both batteries and the AC adapter are attached to the
unit, power will be supplied from the AC adapter.

* Useonly the dedicated AC adapter (TASCAM PS-P520U:
sold separately). The use of another adapter may cause
malfunction, fire or electric shock.

Noise may occur during microphone recording when the
unit and AC adapter are in close proximity. If noise occurs,
move the AC adapter away from the unit.

Using an external battery pack (sold separately)

Connect a TASCAM BP-6AA external battery pack (designed
for use with this unit and sold separately) to the recorder with
the USB cable as shown in the illustration. For details, see the
BP-6AA Owner’s Manual.

TASCAM BP-6AA (sold separately)

Connect the USB cable
(sold separately)

micro-B USB plug

e

°
o [
" &l B
@) ™
mic+-* T L LN usB
PHANTOM i L~ INpUT LEVEL —
o

]

The DR-44WL cannot detect the remaining battery charge
of a BP-6AA. If you use a BP-6AA to operate the DR-44WL
without batteries in the recorder itself, the unit might stop
operating suddenly if the battery pack runs out of charge.

In order to avoid problems, put batteries with sufficient charge
into the DR-44WL before connecting and using a BP-6AA.



3 - Preparation

Using USB bus power

Use the USB cable to connect the unit and the computer as
illustrated below.

Computer

=—| USB

micro-B USB plug

—
L ] m (
™ O Y
mc+JMV T uNE usa

PHANTOM
L iNpuT LEVEL —

[ ]

Nt

When you connect a USB cable while the unit power is on, or turn
on the power after making a connection, the 5B SELECT screen
will pop up, prompting the user to select either to operate the unit
with USB bus power or make a USB connection with the computer.

< USB SELECT =
STORAGE

EHTER

Use the wheel to select BU% FOYER (highlighted) and press the
ENTER/MARK button to select power supply from the USB port.
The Home screen will appear.

Power is supplied from the USB port when USB cable is
connected to the unit inserted with batteries (USB bus
power prioritized).

* Depending on the USB bus power specifications of the
computer, the DR-44WL may not operate with a USB
connection. If this occurs, use the dedicated AC adapter
(TASCAM PS-P520U: sold separately).

* This unit is not compatible with the computer's power-save
mode or sleep-mode. Please turn off these modes when
operating the unit from the computer's USB bus power.

Turning the power on and off (standby mode)

* When you turn the power switch off while supplying power
from the dedicated AC adapter (TASCAM PS-P520U: sold
separately) or the USB bus power connected to a computer,
the unit will go into standby mode.

* Before turning the power switch on and off, turn the volume
down for the sound system connected to the unit.

* Do not wear headphones when turning the power switch
on and off (standby mode); the noise may cause damage to
your ears and/or headphones.

Starting up the unit

When the unit is turned off, slide the HOLD/ ® / | switch of the
left side panel in the ® / ldirection, and when the TRSCAH
OR-d44'8L (start-up screen) appears, release the switch.

The DR-44WL starts up and the Home screen is displayed.

)|
. 00:00:9944
JHO CARD

TASCAM —_—
DR-44WL i :

*
SRR
-

Start-up screen Home screen

When turn the power on for the first time (or when the
built-in clock is reset due to no battery power), the DATE f
TINE screen will appear before the Home screen to set date/
time. (See “Song Operation” on page 35.)

Shutting down (standby mode)

When the unit is turned on, slide the HOLD/ ® / | switch of the
left side panel in the ® / l direction, and when the TRSCAH
DR-44WL shutting down= appears, release the switch.

The power turns off after the unit completes its shutdown process.

TASCAM
DR-AAWL

shutting down--

Always use the HOLD/ & / |switch to turn the power off.

Do not remove the batteries or disconnect the power cable
accidentally while the unit is operating. If you do so, the unit
cannot shut down properly and all recordings, settings and
other data will be lost. Any lost data and/or settings cannot
be restored.

Resume function

The DR-44WL is equipped with a resume function to locate the
previous position (or time) when the power was turned off.
Turn the power on and press the B /11 button to play back
from the previous file position (time) when the power was
turned off.

The position is recorded in the SD card. The resume function
does not work if the SD card is replaced or formatted.

TASCAM DR-44wL 13
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Selecting the language

You can change the language shown on the display. The first
time you turn the unit on after purchasing it, the LAHGUAGE
screen will open. You can set the language used on this screen.
You can also change this setting with the S/5TEH screen
LAHGUAGE item.

< LAHGURGE =

English

B#FEE

Frangais

Ezpatio |
Deutsch
Italiano

EHTER

1. Turn the wheel to move the cursor and select the language.

Options
Englizsh: use English
B#:E: use Japanese
Frangals:  use French
Ezpanal:  use Spanish
Deutzch: use German
Italiano:  use ltalian
PyccEMi:  use Russian

2. After making the selection, press the ENTER/MARK button
to confirm it.

If you accidentally select the wrong
language

Slide the HOLD/ O / | switch to turn the power off. Then, slide
the HOLD/ O / | switch while pressing and holding the MENU
button to turn the unit on again.

The language selection menu where you can set the language
appears.

Setting the date/time

The DR-44WL uses its internal clock to record the date and time
to the recorded files.
1. Press the MENU button to open the HEHU screen.
2. Using the wheel, select (highlight) 5*5TEH menu item and
press the ENTER/MARK or »» button.
The SWSTEH screen is displayed.
3. Use the wheel to select DATE/TIHE and press the ENTER/
MARK or »»1 button.
Exec appears selected for the DATE/TIHE item.

IHFORMATION  :Exec
DATE/TIME 4E:cec
FILE MAME tEnec

MARE SKEIF MODE : OFF
¥RI MODE Hl]

LAMGUAGE tENG
IMNITIALIZE  :Exec

4. Press the ENTER/MARK button to open the DATE/TIHE
screen.
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DATE/TIME i
R 62— 61
B@: 08: 63

5. Press the <<t button or PP button to move the cursor
(highlighted area), and use the wheel to change values.
6. Press the ENTER/MARK button to confirm the change and

return to the S¥STEH screen.

The file name will include the set date/time. (See “Setting
the file name type” on page 60.)

The date and time setting can only be maintained for a few
minutes if the battery power becomes low or the unit is not
powered by the dedicated AC adapter (TASCAM PS-P520U:
sold separately) or USB cable.

When using batteries, we recommend to replace them
before they are completely drained.

Inserting and removing SD cards

Inserting the SD card

1. Open the SD card slot cover on the left side panel.

2. Insert the SD card into the slot as shown in the following
illustration until it clicks into place.

Removing the card

1. Open the SD card slot cover.

2. Pressthe SD card in gently and then release it to allow it to
come out.




Do not remove the SD card from the unit during recording,
playback or at other times when it is being accessed.

* Do not remove the SD card from the unit when it is
connected to a computer via USB.

* SD cards that meet SD, SDHC or SDXC standards can be used
with this unit.

* Alist of SD cards that have been confirmed for use with this
unit can be found on our web site. Please access to a product
page of this product from the TEAC Global Site (https://
teac-global.com) to find the list or contact the TASCAM
customer support service.

* When using a microSD card in an SD card adapter, do not
remove just the microSD card. Always remove the adapter
with the microSD card in it. Removing only the microSD card
could cause malfunction.

SD card write protection switches

An SD card comes equipped with a write protect switch.

ERELy]
00T

Ik "

] ———

Unprotected Protected

If you slide the protect switch to the LOCK position, file
recording and editing is not possible. Move the switch to the
unlocked position in order to record, erase and otherwise edit
data on the card.

Preparing an SD card for use

In order to use an SD card in this unit, you must format it first.
1. Confirm that an SD card is installed and turn the power ON.

2. The following message appears when a new card or a card
formatted by another device is inserted into the unit.

Format Errar

Format Card
Are wou sure 7

SD/SDHC card

File Hat Faund
fake Sw= File

Are wou sure 7

SDXC card
3. Press the ENTER/MARK button to start formatting.

Formatting an SD card erases all the data on it.
4. When formatting is complete, it will return to the Home
screen. You may format the card whenever required.

3 - Preparation

When formatting the SD card, make sure the unit is
connected to the dedicated AC adapter (TASCAM PS-P520U:
sold separately), a computer via USB bus power, or fully-
charged batteries.

Turning the built-in speaker on/off

The factory setting for the built-in speaker output is selected as

ON. To turn it off, open the TOOLS screen and select OFF for the

SPERKEFR setting.

1. Press the MENU button to open the HEHU screen.

2. Using the wheel, select (highlight) TOILS menu item and
press the ENTER/MARK or ¥l button.
TAOLS screen appears.

3. Using the wheel, select (highlight) SPERKEF and press the
ENTER/MARK or »» button.

TOOLS
Wi-Fi tExec

SPEAKER +0OFF

TLHER o]

METROHOME  ~==c

4. Using the wheel, turn on or off and press the ENTER/MARK
button.
Options: OFF, OH (default setting)

5. Once the setting has been completed, press the l/HOME
button to return to the Home screen.

In a recording standby or recording mode, or when a
headphone or a speaker system is connected to the
DR-44WL, the built-in speaker will not emit sound even
when the SPEREEF setting is (M.

Connecting a monitor device

To listen with a headphone, connect it to the Q /LINE OUT jack.
External monitor system (powered monitor speaker or an

amplifier and speaker): connect the external monitor system to
the QO /LINE OUT jack.

L] 7
HOLD — @ —~ Q/l
©
) /lél + OUTPUT LEVEL —
) F@L

1t
]

Powered speakers

i or
Headphone Amplifier and speaker

TASCAM DR-44wL 15
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3 - Preparation

Adjusting the playback volume

Input settings

When the Home screen is being displayed, use the OUTPUT
LEVEL (+/-) button on the left side panel to adjust the volume
of output through the built-in speaker or the & /LINE OUT jack.

A volume level indicator will pull up at the bottom of the display.

[ e P )

@

A now/l © ~ @

F Q/4NE  + OUTPUT LEVEL = N

— w—@

|

T

® 00:00:00

DEAEAT
B TASCAMOON] "

E——

o) mmROOOOOOD 1+

When increasing the volume, this pop-up message might
appear:“INCREASE YOUR RISK OF HERRING DRHAGE.”

)
[

SOUMD FRESSURE
J IMCREASE YOUR RISK
E 0OF HERRIMG DCAMAGE

ol mmaOoooooonD 12 |

This warning appears when the volume is set above a level
recommended by the European Union (EU) to avoid hearing
damage (EU volume limit regulation).

Reconnecting headphones will reset the volume to its default
value.

* You can continue to adjust the volume even after the
pop-up message appears.
When you raise or lower the volume, the pop-up message
will disappear.

* Ifthe output level is set to 1% or higher and the unit
is restarted when headphones or another device are
connected to the Q/LINE OUT jack, the upper level will be
set to 12 after the unit restarts.

Listening at high volumes could cause hearing damage. If
the surroundings are noisy, the sound of playback might
seem quieter than it actually is.

Start playback of the audio and check the volume before
putting on headphones, for example.
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Recording with the built-in microphone

Point the built-in microphone toward the sound source and
place the unit on a stable surface with minimum vibration.

During mono recording, orient the mic set for the recording
channel toward the sound source.

Recording with an external microphone (EXT
MICIN)

Connect an external microphone to the EXT MIC/LINE IN jack of
this unit.

Point the external microphone toward the sound source and
place the unit on a stable surface with minimum vibration.

Microphones

To provide phantom power to a condenser microphone, set
the EXT IN switch to MIC+PHANTOM. (See “Set the input
gain” on page 19.)

Recording from an external device (LINE IN)

Use stereo plug cables to connect to the output of an external
audio device.

Audio device
or
external device

* Ifthe input sound is still distorted after adjusting the input
level of the unit, reduce the playback sound of the external
device.



When an external audio device with a fixed output line level
is connected, it would be impossible to control the gain level
appropriately because of excessively large input signals. In
such cases, use the headphone jack or other level-control-
lable output for connection to the unit.

Selecting Operation Mode

Two operation modes are available in this unit: 4CH and MTR
modes. (See “Overview of recording modes” on page 18.)

Setting a mode

1.
2.

Press the MENU button to open the HEHLI screen.

Using the wheel, select (highlight) HODE menu item and
press the ENTER/MARK or »»i button.

The HIDE screen is displayed.

Using the wheel, select (highlight) HIDE and press the
ENTER/MARK or »» button.

HODE a0
HODE QacH |

WTE

b d

Use the wheel to select operation mode.
Options: 4CH (default value), HTR

Once the setting has been completed, press the ll/HOME
button to return to the Home screen.

The selected mode is stored and started in the selected
mode when the power is turned on next time.

Checking mode

When the operation mode is set to HTF, the MTR indicator on
the top of the display lights up.

3 - Preparation
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4 - Recording

In addition to the built-in microphone, an external microphone
or external audio devices (i.e. CD player) can also be used for
recordings.

Recordings can be made in MP3 (32k -320kbps, 44.1k/48kHz)
and WAV/BWF (44.1k/48k/96kHz, 16/24-bit) audio formats.

Cue marks in WAV file that supports BWF (Broadcast Wave
Format) can be used in BWF compatible softwares.

Overview of recording modes

This recorder can record sounds in two modes: 4CH and MTR
modes.

H 4CH mode

A maximum of four channels can be recorded simultaneously
from the built-in mics and external input jacks (input jack assign-
ments are fixed).
The recorded files are as follows according to the recording
channel link settings.

* Monox 1-4

* Stereox 1-2

* Stereo X 1+ Mono x 1-2 (WAV or BWF only)

H MTR mode

You can use this device as a multitrack recorder (MTR) to record
individual tracks and overdub them.
A maximum of four channels can be recorded simultaneously
from the built-in mics and external input jacks (input jack assign-
ments can be selected). These can also be recorded into already
recorded files (overdubbing) .
The recorded files are as follows.

* Mono x4

Set where to save the file

Set the folder where recorded files are saved.

The recorded file will be saved in the current (currently selected)
folder. For details, see the SELECT quick menu item under (See
“Folder operations” on page 33.).

In 4CH mode if no setting is made, new recording files are
created in the “MUSIC" folder.

In MTR mode, new recording files are created in the “MTR” folder.

Select the file format and sampling
frequency (4CH mode only)

Select the desired audio file type before you start recording.

1. Press the MENU button to open the HEHU screen.

2. Using the wheel, select (highlight) REC SETTIHG and press
the ENTER/MARK or »»1 button.
The REC SETTIHG screen appears.

FEC SETTIMG '
[FORWMAT AT
SAMFLE 144, 1k
FRE REC :0FF

SELF TIMER =0FF
<OUAL REC>

MODE +0FF
OUAL FORMAT £ ------

-
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3. Using the wheel, select (highlight) FORHAT and press the
ENTER/MARK or »» button.

Set the file format.

FEC SETTING '

FORMAT tBIF Z4bi L

SAMPLE BlIF 16bit
FRE REC WAY Z24bi T
SELF TIMER [IUSR=1s
<OUAL REC:  [MF3 320k
MODE MF3 256k
OUAL FORMAT [MF3 192k
e, 4

Using the wheel, select one of the following options.

Options: BWF 2db1t, BWF 16b1t, WAL 24b1t, WAL 16b1t
(default value), HPZ 326k, HP3 256k, HP3 192k, HP3
128k, HPZ 96k, HP3 Gk, HPE 32k

* BWFis a format created for broadcasting that has the same
sound quality as the standard WAV format. It also uses the
same . wa file extension as WAV files. In this manual, we
distinguish these file types by using the terms BWF and WAV.

* The WAV and BWF formats offer higher quality recording

than MP3 files.

The MP3 format can record for longer hours compared to

the WAV and BWF formats.

* With MP3 format, recording with higher values offers better
quality.

4. Press the ENTER/MARK or <<t button to confirm the

setting and enable selection of other setting items.

5. Using the wheel, select (highlight) SAHPLE and press the

ENTER/MARK or »» button.
Set the sampling frequency.

FEC SETTING '

FORMAT _ :WAY 1Bbit
sAPLE CEDE
FRE REC 43k
SELF TIMER |96k
<DUAL REC>
MIIDE $0FF

Using the wheel, select one of the following options.
Options: 44 1k (default value), 48k, 96k

d6k cannot be selected for a MP3 format file.

TIP
You can record with audio quality equivalent to a CD by
selecting W¥il! 16b1t and44.1k.
Press the ENTER/MARK or <<t button to confirm the
setting and enable selection of other setting items.
7. Once the setting has been completed, press the l/HOME
button to return to the Home screen.

o



4 - Recording

Adjusting the input level

Set the input gain

Before starting recording, the input level should be adjusted to
prevent the recorded sounds or signals from being distorted
due to excessively large input signals or from being inaudible
due to excessively low input signals compared to noise.

In addition to manual adjustment, the unit has the following
two level adjustment functions: peak reduction and limiter. Any
of these can be used as required. (See “How to download and
install the exclusive application (DR CONTROL)" on page 53.)

In addition to adjusting the INPUT level, try changing the
distance and angle between the microphone and the sound
source. The angle and distance of the microphone can also
change the sound quality.

1. Inthe Home screen mode, press the INPUT LEVEL button at
the right side panel to make the INFUT LELEL setting screen
pop up.

All the TRACK/INPUT buttons start flashing.

THPUT LEVEL |
L IEE T +

” u” DH u” ' -
C L I e -
R

EEEBE“

Press a TRACK/INPUT button to select a channel (track) for
input level adjustment.
Selected TRACK/INPUT buttons light.

If you select multiple channels/tracks (1/2 or 3/4) for input
level adjustment, you can adjust them at the same time.
2. Use the INPUT LEVEL volume of the right side panel to
adjust the input level.

Exr N

‘
™ O
mic +JTLUNE

L inpuT LEVEL —

L [ ]

When the input sound is too loud, the PEAK indicator of the
top panelis litin red.
A P « mark s provided at the“-12 dBE” position on the
level meters.
Set the input level so that the level changes near this mark
without causing the PEAK indicator to light in red.

3. Press the INPUT LEVEL button at the right side panel or the
B /HOME button at the top panel to return to the HOME
screen.

When in recording standby or during recording, the speaker
does not output sound even if the SPERKEF setting is
enabled.

If you need to monitor sound to adjust the input level and
make recordings, connect the headphone to the Q)/LINE
OUT jack.

To adjust monitor sound, go to the Home screen and use the
OUTPUT LEVEL button at the left side panel. Adjusting the
monitor sound will not affect the recording quality.

When an external input is selected for the input source, select
the option for the EXT IN switch at the right side panel to suit
the connected external device.

PHANTOM MIC

e

va

N

B MIC+PHANTOM:

Use this setting when connecting condenser microphones
that require phantom power (+24V or +48V) to the recorder.
(See “Using phantom power” on page 19.)

B MIC:

Use this setting when connecting microphones to the
recorder.

B LINE:

Use this setting when connecting line output jacks of
external devices to the analog inputs of this recorder.

Depending on this setting, the input level setting range
changes. For this reason, the input level might change
greatly when this setting is changed. Before changing it, you
should turn the power OFF or turn the output level all the
way down.

Using phantom power

In stop mode, if you change the EXT IN switch at the right
side panel to MIC+PHANTOM, a pop-up message appears
confirming that you want to turn phantom power on.

|
= 00:00:00
Phantom OH

Are You Sure 7

When the confirmation pop-up message opens, press the
ENTER/MARK button to turn phantom power on for the EXT
MIC/LINE IN jack and supply phantom power (+24V or +48V) to
the connected microphone.

While the confirmation pop-up message is displayed, change
the EXT IN switch to either MIC or LINE to close the confir-
mation pop-up message and turn phantom power off.

Use the POYER /D ISPLAY screen to set the voltage to +24l! or
+43ll. (See “Set the voltage value of the phantom power supply”
on page 61.)

Battery power will be consumed faster when set to +45L!
than when set to +24Ll.

* Confirm that phantom power is OFF before connecting a
line level device to the EXT MIC/LINE IN jack. If you connect
a line level device while phantom power is being supplied,
that device and this unit could be damaged.
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4 - Recording

When connecting to or disconnecting a condenser micro-
phone from the EXT MIC/LINE IN jack, confirm that the
phantom power for that jack is OFF. If you connect or
disconnect a microphone while phantom power is being
supplied, that microphone and this unit could be damaged.
Turn phantom power ON only when using a condenser
microphone that requires phantom power.

Supplying phantom power to some ribbon microphones
will break them. If you are unsure, do not supply phantom
power to a ribbon microphone.

When using USB bus power, the unit might not be able to
supply phantom power depending on the computer. If this
occurs, use the dedicated AC adapter (TASCAM PS-P520U:
sold separately).

Some condenser microphones will not operate when
phantom power is set to +24V.

Do not connect or disconnect the AC adapter when using
phantom power. Even when the battery were inserted in
the unit, the power might be cut off, causing data being
recorded to be damaged or lost.
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Settings in the INPUT SETTING screen

The contents of the IHFUT SETTIHNG screen displayed by
pressing the INPUT button vary depending on which mode to
be selected between 4CH mode and MTR mode.

THPUT SETTING 'O

<TRACK 1
LIHE :OFF
DELRAY t Om=l Om)
LowCUT  :0FF

LINK DELAY |LOW CUT|LU GTRL
[1[oFF o|aFF_|oFF
[ oFF o[aFF_|oFF
| oFF o[aFF_|oFF
| oFF o[aFF |oFF

INPUT SETTIHG screen TRACK 1 display when in 4CH mode

THPUT SETTING 'O

<TRACK 1

IHPUT s IMT L

LIHME :0FF

DELAY t Oms( Om) -
TNFUT | DELWY [LoW cUT]LU CTRL

1 IHNTL o|aFF_|oFF

B o[aFF_|oFF

FExT1 o[aFF_|oFF

a[ExTZ o[aFF |oFF

INPUT SETTIHG screen TRACK 1 display when in MTR mode

When a channel (track) link is turned on, the link status
shown at the bottom of the INPIUT SETTING screen will
change.

INPUT SETTING
<TRACK 1
(ST o
DELAY t Oms( Om)
LOmCUT  =0FF -
[ vTnk | vevav JLow cuT]Lu eTRL
%DN o|aFF |oFF
B o[oFF_|oFF
[ oFF o|oFF |oFF

INPUT SETTIHG screen TRACK 1 display when in 4CH mode
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Setting channel links (4CH mode only)

Channels 1 and 2, as well as channels 3 and 4, can be linked.

When channels (tracks) are linked, their settings on the IHFUT
SETTIHG screen are shared.

1. Press the INPUT button to show the INPUT SETTIHNG screen.

2. Press a TRACK/INPUT button to open the INPUT SETTIHG
screen for the linked channels (tracks).

3. Using the wheel select (highlight) LIHE and press the
ENTER/MARK or »» button.

INFUT SETTING

<TRACK 13
Line [
DELFY o

LONCUT oo =
] LINK DELGY JLOM CUT|LU GTRL
1| oFF a|oFF |oFF
=[ oFF a|oFF |oFF
= oFF a|oFF |oFF
a| oFF o|oFF |oFF

4. Use the wheel to set the channel (track) link.
Options: OFF (default value), OH

5. Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

6. Once the setting has been completed, press the l/HOME
button to return to the Home screen.

LIHK can be set or changed even during recording standby
and when recording.

Set the track input (MTR mode only)

1.
2.

Press the MENU button to open the HEHU screen.
Using the wheel, select (highlight) HODE and press the
ENTER/MARK or »» button.

The HIDE screen is displayed.

Press the ENTER/MARK or »»1 button.

HODE a0
HODE QacH |

WTE

b d

Using the wheel, set the mode to MTR mode and press the
ENTER/MARK button.

Options: 4H (4 CH mode, default value), HTR (MTR mode)
Press the INPUT button to show the INPUT SETTIHG screen.

Press a TRACK/INPUT button to open the IHFUT SETTIHG
screen for that track to set its input.

Using the wheel, select (highlight) IHPUT and press the
ENTER/MARK or »» button.

INFUT SETTING

<TRACK 1>
THFUT +0FF
LIHE INT L

DELAY INT R

INFUT | BELeeeeworyorvrns
OFF | OFF
OFF | OFF
OFF | OFF
OFF |OFF

s

1| INTL
2| INTR
= EXT1L
(3| EXTZ

=1 =1 k=] k=]

INPUT SETTIHG screen TRACK 1 display when in MTR mode

Option Input destination
OFF No input setting
INT L Input from right front side of built-in
(Track 1 default) |stereo mic
INT R Input from left back side of built-in
stereo mic
EHT 1 Input from EXT MIC/LINE IN 1/L jack
EHT 2 Input from EXT MIC/LINE IN 2/R jack
8. Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.
9. Once the setting has been completed, press the ll/HOME

button to return to the Home screen.

The INPUT setting cannot be used when recording.

The same input option cannot be shared by multiple

tracks. If an input option that has already been assigned is
selected, the track that was originally assigned will be set to
OFF.
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DELAY setting

Correct a time delay that occurs when the built-in microphones
are far away from an external microphone.

Set the low-cut filter

The low-cut filter can reduce noise such as offensive wind noise
from air-conditioners and projectors.

1. Press the INPUT button to show the INPUT SETTIHG screen. 1. Press the INPUT button to show the INPUT SETTIHNG screen.

2. Press a TRACK/INPUT button to open the IHPFUT SETTIHG 2. Press a TRACK/INPUT button to open the IHFUT SETTIHG
screen for that channel (track) to set its DELAY item. screen for that channel (track) to set its low-cut filter.

3. Using the wheel select (highlight) DELAY and press the 3. Using the wheel select (highlight) LOW CUT and press the

ENTER/MARK or »»1 button. ENTER/MARK or »» button.

INPUT SETTING

U INPUT SETTING
<TRACK 13

<TRACK 13
LIHE
OELAY
Lom Cut

t o lms( Om)
Zm= [, Om)

40Hz
180H=z

LINE | BEL-
OFF
OFF
OFF
OFF

OFF_|OFF
OFF_|OFF
OFF_|OFF
OFF |OFF

OFF_|OFF
OFF_|OFF
OFF_|OFF
OFF |OFF

=1 =1 k=1 =1 §

=1 =1 k=1 =1 §

Em[m]=]

INPUT SETTIHG screen TRACK 1 display when in 4CH mode

4. Use the wheel to set a value according to the distance of the 4.

INPUT SETTIHG screen TRACK 1 display when in 4CH mode

Use the wheel to set the cut-off frequency of the low-cut

connected microphone.

Options: Bm= {Bm} (default value) to 288ms {163m;

Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

Once the setting has been completed, press the ll/HOME
button to return to the Home screen.
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filter.

Options: OFF (default value), #fHz, 88Hz, 128Hz, 228Hz
Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

Once the setting has been completed, press the ll/HOME
button to return to the Home screen.

LOW CUT can be set or changed even during recording
standby.
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Using the level control function

You can set the input level for microphone input.

1. Press the INPUT button to show the INPUT SETTIHG screen.

2. Press a TRACK/INPUT button to open the INPUT SETTIHG
screen for that channel (track) to set its level control
function.

3. Using the wheel select (highlight) LI! CTEL and press the
ENTER/MARK or »»i button.

INPUT SETTING
<TRACK 13
DELAY
LOWCUT _ |LIMITER
LV CTEL  :FERK

LINE | DEL.

OFF_|OFF
OFF_|OFF
OFF_|OFF
OFF |OFF

OFF
OFF
OFF
OFF

Em[m]=]

=1 =1 k=1 =1 §

INPUT SETTIHG screen when in 4CH mode

4. Use the wheel to set the level to be used.
Options: OFF (default value), LINITER, PEAK

5. Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

6. Once the setting has been completed, press the /HOME
button to return to the Home screen.

LL' CTRL can be set or changed even during recording
standby and when recording.

B PEAK

This function is used to automatically lower the input level to an
appropriate one when an input sound is too loud. This allows
input level setting to be performed easily. The input level can be
raised manually if required.

When recording live performances, for example, test for
peak reduction may be performed before actual recording.
Select the peak reduction mode in recording standby, and
maximize the input level. As a test performance is given
subsequently, the input gain is reduced to an appropriate
level to meet the input signals, and an optimum input level
for the performance is set.

Recording will be stored at this input level if this mode is
disabled before starting recording. Otherwise, the input
level will continue to be controlled automatically during
recording.

B LIHITER

This function prevents distortion due to a sudden and excessive
input.

This mode is also suited for recording of live performances with
large volume changes.

In this mode, you can change the input level manually even
during recording.

Distortion of sounds may occur when excessively large input
signals come in even if the LIMITER function is activated. If
this occurs, reduce the input level manually or move the unit
farther away from the sound source.

Record in 4CH mode (4CH mode only)

You can connect built-in microphones to external microphones
or other equipment to record four independent channels.
Mono x 1-4
Channels 1, 2,3 and 4
Stereo x 1-2
Channels 1/2 and 3/4
Stereo x 1 + Mono x 1-2 (WAV or BWF only)
Channels 1/2, channel 3 and channel 4
Channel 1, channel 2 and channels 3/4

Record 4 channels

1. Set the mode to 4CH mode. (See “Selecting Operation Mode”
on page 17.)

2. Press the RECORD button to set the recording standby
mode.

3. Select the channel (track) you want to record by using the
TRACK/INPUT button.

At this point, for the channel (track) you want to record into
a stereo file, turn the stereo link on. A channel (track) not
stereo-linked is recorded into a mono file.

4. Press the RECORD button again to start recording.

5. Press the B/HOME button to stop recording.

Bl How to Set the Stereo Link

* Turn the stereo link for channel 1 and channel 2 on/off.
When in recording standby, press TRACK/INPUT button 1
and button 2 at the same time.

* Turn the stereo link for channel 3 and channel 4 on/off.
When in recording standby, press TRACK/INPUT button 3
and button 4 at the same time.

You can check the status of the stereo link from the channel
(track) status display in the screen display.

The stereo link can be set for the above combinations only.

When theFRHAT item on the REC SETTING screen is set to
NP3, recording a combination of mono and stereo files is not
possible.

File names when recording in 4-channel

In 4-channel recording, the following files are created.

If they are stereo-linked, files are created in sets for the built-in
mic (channels 1/2) and external device (channels 3/4).

TASCAM_0001S12.WAV
@ @ ®®

(): Set with the WIRD item on the FILE HAHE screen.
@: Recording file base number
(3):5 is the source file

@®: Assigned channels (1 is channel 1,12 is channels 1/2 and
34 is channels 3/4)
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Record in MTR mode (MTR mode only)

You can use this device as a multitrack recorder (MTR) to record
individual tracks and overdub them.

A maximum of four channels can be recorded simultaneously
from the built-in mics and external input jacks (input jack assign-
ments can be selected). These can also be recorded into already
recorded files (overdubbing).

Recorded files are saved as mono x 4.

1. Set the mode to HTR mode. (See “Selecting Operation Mode”
on page 17.)

2. Select the track you want to record by using the TRACK/
INPUT button.
The track selected here goes into recording standby mode.

3. Press the RECORD button to start recording.

4. Press the M/HOME button to stop recording.

In MTR mode, you can punch in and out as well as bounce
tracks. (See “Punching in/out (MTR mode only)” on page
29.) (See “Track bounce (MTR mode only)” on page 45.)
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Switch files during recording (track
increment, available in 4CH mode
only)

During recording, you can stop recording to the current file
either manually or automatically at a set time, and continue to
record to a new file (the track increment function).

Manual track increment during recording

During recording, you can easily update a file manually and
continue to make recording.

1. Press the »®»l button during recording.

Numbers at the end of file name will increment each time
when a new file is created.

* The maximum total number of folders and files you can
create is 5,000.

* Files with a recording time of less than two seconds cannot
be created. Moreover, if the sampling frequency is 96 kHz,
files shorter than four seconds cannot be created.

* When the name of a new file to be created already exists,
the number will be incremented further.

Automatic track increment at specified time

During recording, the DR-44WL will automatically switch
recording from the current file to a new file when it reaches a
certain time specified in the TRACK, IHC of the AUTO FUHCTION
screen.
Follow the below steps to set the maximum time for automatic
increment:
1. Press the MENU button to open the HEHU screen.
2. Using the wheel, select (highlight) AUTO FUACTION and
press the ENTER/MARK or »» button.
AUTO FUHCTION screen is displayed.
3. Using the wheel, select (highlight) TRACK IHC and press the
ENTER/MARK or »»1 button.

AUTO FUWCTION IO

TRAck 1NC

AUTO REC Smin

<AUTO MARK [10min
MODE 15min
LYL/TIME Fmin
FERK MARK  [BO0min

4. Use the wheel to select the automatic track increment time.
Options: OFF (default value), Smin, 18min, 15min, 38min,
BAmLA
5. Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

6. Once the setting has been completed, press the ll/HOME
button to return to the Home screen.

The maximum total number of folders and files you can
create is 5,000.
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Recording automatically (AUTO REC)
(4CH mode only)

When the auto record function is on, the unit can start and

pause recording and create new files automatically in response

to input sound levels.

1. Press the MENU button to open the HEHL screen.

2. Using the wheel, select (highlight) AUTO FUACTIOH and
press the ENTER/MARK or »»1 button.
AUTO FUHCTION screen is displayed.

3. Using the wheel, select (highlight) AUTO RELC and press the
ENTER/MARK or »»1 button.

AUTO FUWCTION IO

TRACK INC _:OFF
AToREC A
<AUTO FARK> | -EdB

MIIDE -12dB
LVL/TIME  |-24dE
FEFK MARK | -46dE

-

4. Use the wheel to select a start level that activates the AUTO
REC function (a level that recognizes incoming signals).
Options: OFF (default value), -fdE, -12dE, -24dE, -42dE

5. Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

6. Once the setting has been completed, press the ll/HOME
button to return to the Home screen.

7. Press the RECORD button to set to the mode in which the
channel (track) is selected for recording.

8. Select the channel (track) you want to record by using the
TRACK/INPUT button.

At this point, for the channel (track) you want to record into
a stereo file, turn the stereo link on. A track not stereo-linked
is recorded into a mono file.

9. Press the RECORD button to set the recording standby
mode.

Recording starts automatically when the input signal
exceeds the threshold set in the AUT] REL item.

* When in recording standby, the RECORD indicator flashes
faster than when recording.

* When recording, if the input signal level falls below the level
set with the AUTO REL jtem for more than 5 seconds, the unit
pauses recording and creates a new file. When the input
signal level becomes higher than the set level again, it starts
recording to a new file.

* When new files are created, incremental numbers are added
to the end of each file name.

10. Press the B/HOME button to stop recording.

*  When the auto record function is on the self-timer cannot
be used.

* The maximum total number of folders and files you can
create is 5,000.

* Files with a recording time of less than two seconds cannot
be created. Moreover, if the sampling frequency is 96 kHz,
files shorter than four seconds cannot be created.

* When the name of a new file to be created already exists,
the number will be incremented further.

By using this in combination with the PRE REC function, you
can record events without losing the beginnings of sounds.

Start recording a moment before
pressing RECORD (PRE REC, 4CH mode
only)

By using prerecording, when the unit is in recording standby

you can record up to two seconds of the signal input before the

RECORD button is pushed to start recording. (PRE REC)

1. Press the MENU button to open the HEHU screen.

2. Using the wheel, select (highlight) REC SETTIHG and press
the ENTER/MARK or »»1 button.
The REC SETTIHNG screen appears.

3. Using the wheel, select (highlight) PRE REC and press the
ENTER/MARK or »»1 button.

FEC SETTIMG '

FORMAT :ElIF 166t
SAMFLE 144, 1k

FRE REC FoFF |
SELF TIMER |OM

<DUAL REC> =
MODE :0FF

DUAL FORMAT & -—--—-

4. Using the wheel, turn the FRE REL function on or off.
Options: OFF (default value), H

Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

Once the setting has been completed, press the ll/HOME
button to return to the Home screen.

By combining PRE REC with the AUTO REC function, you will
not miss an opportunity to start recording.

If you start recording within two seconds from when the
record standby mode is turned ON, recording will begin
from the record standby mode.

v
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Self-timer function

Similar to a camera, the DR-44WL has a self-timer function to
begin recording after a set period of time.
1. Press the MENU button to open the HEHU screen.
2. Using the wheel, select (highlight) REC SETTIHG and press
the ENTER/MARK or »» button.
The REC SETTIHG screen appears.

3. Using the wheel, select (highlight) SELF  TIHEF and press
the ENTER/MARK or »» button.

FEC SETTING '

FORMAT  :EIF 18bit
SAMPLE =44 1k
FREREC _ :OFF

SELF TIMER D
<OUAL REC> |SSEC.

MODE 103EL,
OUAL FORMAT f======

4. Use the wheel to set the waiting time to start recording.
Options: OFF (default value), S5ELC. , 185EL.

5. Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

6. Once the setting has been completed, press the ll/HOME
button to return to the Home screen.

7. Press the RECORD button to set the recording standby
mode.
The self-timer icon ki appears on the recorder status screen,
and the time is displayed on the right.

8. Press the RECORD button.
Recording will start after the set time period.

* The self-timer function will not work when recording is
paused during recording.

* The self-timer function and the AUTO REC function cannot
be used together.

*  When in MTR mode, if the AUT] PUHCH item on the AUTO
FUHCTION screen isOH, theAUTO PUHCH function will be given
priority.
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Simultaneously recording two files
with different input levels/formats
(DUAL REC, 4CH only)

This recorder can simultaneously record a second recording

at a different input level along with the regular recording. For
example, when recording with microphones, you can make an
ordinary recording with the input level set as high as possible
and simultaneously record at a slightly lower input level for
safety.

Recorded files are saved as two files: one recorded at the input
level of ordinary recording and the other recorded at an input
level 12dB lower than that level. In addition, you can record in
two different formats (WAV and MP3) simultaneously and create
two files.

* Make the input level setting for the ordinary recording in
the usual manner. (See “Adjusting the input level” on page
19.), (See “Set the input gain” on page 19.)

* You cannot apply effects to the second file, which is
recorded at a different input level or in a different format.

Enabling dual recording

1. Press the MENU button to open the HEHL screen.

2. Using the wheel, select (highlight) REC SETTIHG and press
the ENTER/MARK or »»1 button.

The REC SETTIHG screen appears.

3. Using the wheel, select (highlight) HOOE and press the
ENTER/MARK or »»1 button.

FEC SETTING '

FORMAT IR 166t
SAMFLE dd 1k
FREREC  :OFF
SELF TIMER :0OFF
<DUAL REC
MInE :LEVEL
DUAL FORMAT | FORMAT

|

4. Use the wheel, to set the recording mode for dual recording.

Options Detail
OFF (default value) |Record in ordinary stereo mode.
LELEL: Record at two different levels.

Record in two different formats (WAV
FORHAT and MP3).

5. Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

6. When FORHAT is selected for the recording mode, move
on to the next step. When an item other than FORHAT is
selected, press the l/HOME button to return to the Home
screen.

7. Using the wheel, select (highlight) FORHAT and press the
ENTER/MARK or »»1 button.

REC Sl
SELF TIMER
<OUAL REC:
MODE MF3 192k
OUAL FORMAT = MP3 128k
<MS MIC: MF3 96k
M3 DECODE  [MP3 Gk
SOURCE MF3 32k
e d




8. Use the wheel to set the MP3 format for dual recording.
Options: HP3 328k, HP3 256k, HP3 192k , HP3 128k, HP3 96k,
HP3 Gk, HP3 32k
9. Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.
10. Once the setting has been completed, press the l/HOME
button to return to the Home screen.

* The WAY file format is the setting in ordinary recording.

* DUAL FORHAT can be selected only when the recording
format is WAV or BFW, 44.1kHz and 16 bits or 48 kHz and 16
bits.

* With dual recording, two tracks can be recorded for a stereo
file or one track can be recorded for a mono file. Multiple
channels (tracks) cannot be selected as dual recording
sources.

4 - Recording

Create cue marks during recording

Starting dual recording

1. Press the RECORD button to enter recording standby,
and use the TRACK/INPUT buttons to select the channels
(tracks) that you want to record.

2. Press the RECORD button to start dual recording.

During dual recording, the recording screen appears as
follows.

]|

® 00:00:06

OEELFE

30

F1a0a0g _oom

.

In the input source display area of the recording screen, the
input levels of the current input source and of the second file for
dual recording are shown.

Dual recording file names

Dual recording allows two files to be created simultaneously.

The name of the second file created by dual recording has”_D"
added to the name of the file recorded ordinarily.

TASCAM_0002S12.WAV
® @ 0®

TASCAM_0002S12 D.WAV

® @ e 6

A): Set with the WORD item on the FILE HAHE screen.
(2): Recording file base number
(3):5 is the source file

@): Assigned channels(‘12 is channels 1/2 and 34 is channels
3/4)

(®:D'is the dual recording file

In recording or recording standby mode, the DR-44WL can
create cue marks to a file to quickly locate the marked position
and start playback. (See “How to download and install the
exclusive application (DR CONTROL)” on page 53.)

You can either manually set the cue mark, or automatically set
the cue mark level or time to minimize the operation noise.

The unit will not move to the cue mark position in recording
or recording standby mode.

Manual cue marking during recording

Press the ENTER/MARK button during recording or recording
standby to create a cue mark.

The registered pull-up cue mark no. message will appear at the
bottom of the screen display.

|
® 00:00:18

03:04:33

»
T."\SC."\M__UUM =

MAFK SET COZ1 g

.
a

* Upto 99 cue marks can be created and stored in each file.

* Cue marks that are created during the recording of WAV file
in BWF format by this unit are stored in the file. You can use
the cue marks in softwares compatible with BWF format.

* HARK SET [uu]*is added to the mark name.

* [un] is a serial number common to all marks.
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6. Using the wheel, select (highlight) LUL/TIHE for AUTO HARE

Add cue marks aUtomatlca"y durmg and press the ENTER/MARK or »»1 button.

recording

When you turn the AUTO MARK function ON, cue marks can be AUTO FUNCTION 4O

added automatically according to the operating level and time. TRACK INC  :OFF
AUTOREC  :OFF

B Add cue marks automatically according to set levels <AUTO HARK | Smin
1. Press the MENU button to open the HEHU screen. TSEETIME :g:::
2. Using the wheel, select (highlight) AUTO FURCTIOH and \W‘m
press the ENTER/MARK or »»1 button. G0min
AUTO FUHCTION screen is displayed. ==
3. Using the wheel, select (highlight) HIDOE for AUTO HAREK and 7. Use the wheel to set a time to automatically add cue marks.
press the ENTER/MARK or »»i button. Options: 5min, 18min, 15min, 3émin, 68min (default value)
4. Use the wheel to set the automatic cue mark mode to 8. Press the ENTER/MARK button to finalize the set time.
LEVEL. 9. Once the setting has been completed, press the ll/HOME
— button to return to the Home screen.
AUTO FUNCTION OO
TRACK INC  :OFF B Adding marks automatically when the PEAK
AUTOREC  :OFF indicator lights
<AUTO HARK >
MODE 0FF 1. Press the MENU button to open the HEHU screen.
LYL/TIME 2. Use the wheel to select AUTO FUHCTION, and press the
PERK MARK | TIME | ENTER/ MARK or »» button.
The AUTO FUHCTION screen opens.
. 3. Use the wheel to select the PERF. HARE item under AUTO
Options: OFF (default value), LEVEL, TIVE HARK, and press the ENTER/MARK or 1 button.
5. Press the ENTER/MARK button to finalize the set mode.
6. Using the wheel, select (highlight) LUL/TIHE for AUTO HARK AUTO FUNCTION OO
and press the ENTER/MARK or »»1 button. TRACK IHC  :0OFF
AUTOREC  :0OFF
AUTO FUMCTION OO <HUTO WARK >
TRACK TNC < OFF ESEETIME :0FF
?:EUREERK>.DFF PEAK WARK, (A
MODE -6dB o .
LvL/TiveE I
FERK MARK. | -2448 4. Use the wheel to turn the PEAK. HAREK function OH.
- 4848 Options: OFF (default), 0N
. 5. Press the ENTER/MARK button to confirm the setting and
7. Use the wheel to set a level to automatically add cue marks. reenable setting item selection.
Options: BB, -12dE (default value), ~Z¢dE, -43dE 6. When finished making the setting, press the ll/HOME
8. Pressthe ENTER/MARK button to finalize the set mode. button to return to the Home Screen.
9. Once the setting has been completed, press the l/HOME
button to returr?to the Home scpreen. b
. 3 ) * Marks are added two seconds before a PEAK indicator
B Add cue marks automatically according to set time lights.
1. Press the MENU button to open the HEHLU screen. * For 10seconds after a mark is added because a PEAK
2. Using the wheel, select (highlight) AT FURCTION and indicator lit, no other mark will be added if the PEAK
press the ENTER/MARK or > button. indicator lights again or an automatic mark would normally
AUTO FUNCTION screen is displayed. be added according to the LEVEL setting.
3. Using the wheel, select (highlight) HODE for AUTO HARK and * Marks added because of a PEAK indicator lighting will not
press the ENTER/MARK or »»1 button. cause division when the automatic division function is used.

4. Use the wheel to set the automatic cue mark mode to TIHE.

Moving to the cue mark position

AUTO FUNCTION OO

TRACK THC  :0FF During pause, you can move to a cue mark registered in the
AUTOREC  :0FF selected file. When multiple cue marks exist, you will move to
<AUTO WARK > the nearest cue mark to the present cue mark.
MODE :OFF You can use this function to go to the beginning of a song,
LVL/TIME | LEVEL similar to an index.
FERK HARK . . .

ry 1. During pause or playback, while pressing the ENTER/MARK

button, press the <« button or the »»l button.

5. Press the ENTER/MARK button to finalize the set mode. NOTE
You cannot move to a cue mark of a different file.
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Use MS microphone

Punching in/out (MTR mode only)

The unit is provided with the MS decoder; you can record or play
tracks using the MS microphone.

1.
2.

Press the MENU button to open the HEHLI screen.

Using the wheel, select (highlight) REC SETTING and press
the ENTER/MARK or »»1 button.

The REC SETTIHG screen appears.

Using the wheel, select (highlight) H5% DECODE and press the
ENTER/MARK or »»1 button.

FEC SETTING '

SELF TIMER :OFF
<DUAL REC>

MODE :0FF

DUAL FORMAT £ -—————
<5 MICs
M3 DECODE  :REC
SOURCE FLAY

4. Use the wheel to set the decoding mode when using a

mid-side microphone.

Options Detail

OFF Record in ordinary stereo mode

(default value) ’

REC Use to decode while recording.
Playback is conducted without decoding.
Record mid-side microphone output
without decoding for decoding later. Use
this mode to monitor when recording

PLAY with a mid-side microphone.
Use this also when playing back mid-side
files that were recorded without
decoding.

Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

Using the wheel, select (highlight) SOURCE and press the
ENTER/MARK or »» button.

FEC SETTIMG '
SELF TIMER :0OFF
<DUAL REC:
MODE :0FF

<MS HMIC:
WS DECODE

1+2 CH
1 3+4 CH

Use the wheel to set the channel to use a mid-side micro-

phone for.

Options: 142 CH, 344 CH (default value)

Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

Once the setting has been completed, press the ll/HOME
button to return to the Home screen.

A mid-side mic can be used in the following circumstances.

* In 4CH mode, when a mid-side mic is input through the
EXT MIC/LINE IN jack and when this unit is playing back
an external file recorded using a mid-side mic

* In MTR mode, when a mid-side mic is input through the
EXT MIC/LINE IN jack (channel can be changed using
INPUT)

Punching in and out is a technique used to replace parts of
already recorded tracks.

Punching in/out manually

You can start playback of recording, switch to recording when
it reaches the part to be replaced (punch in), and then switch
back to playback (or stop) when the end of that part is reached
(punch out).

1.

2.

Set the operation mode to HTF. (See “Selecting Operation
Mode” on page 17.)

Determine the part you want to replace in advance.

Select a point where the replacement audio can be
combined well with the original track audio.

Press the TRACK/INPUT button for the track with the part to
be replaced to enter recording standby (RECORD indicator
flashes).

Press the B /11 button again to restart playback before the
part to be replaced.

When the part to be replaced is reached, press the RECORD
button to switch to recording (punch in).

When the end of the part to be replaced is reached, press
the B/HOME button to switch to playback (punch out).

Punching in/out automatically (AUTO
PUNCH)

Use this function to start (punch in) and stop (punch out)
recording automatically when set IN (starting) and OUT (ending)
points are reached.

1.

2.

>

7.

Set the operation mode to HTF. (See “Selecting Operation
Mode” on page 17.)

Set the IN (starting) and OUT (ending) points of the loop
on the PLAY FUHCTIOH screen. (See “Repeated Playback of
Selection (Loop Playback)” on page 39.)

Press the ll/HOME button to return to the Home Screen.
Press the MENU button to open the HEHLI screen.

Use the wheel to select HUTO FUHCTION and press the
ENTER/MARK or »» button to open the AUTI FUHCTIOH
screen.

Use the wheel to select AUTO PUHCH and press the EHTER/
HARE or »¥1 button.

AUTO FUWCTION IO
AuTo PUNCH <
<AUTO MARK > | OH
MODE b
LWL/TIKME
FERK MARK  :0FF

Use the wheel to select Il and press the ENTER/MARK
button.
Options: OFF (default value), H
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8. After you complete the setting, press the ll/HOME button
to return to the Home Screen.

When the AUTO PUHCH function is on, the EEEIEED icon
appears at the top of the Home Screen.

[P W

® 00:00:00
[uiutinl Eluln]

B1at0zz_oom o

L BRI
*

SR
*

L 1 ] =1 =1 4 §=T]

9. Press the TRACK/INPUT buttons for the tracks that you want
to record.

10. Press the RECORD button to start playback. Recording will
start when the IN (starting) point set in step 1 is reached.
Recording will stop when the OUT (ending) point set in step
1is reached.
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Recording duration

The table below shows the maximum recording time per file format for SD/SDHC/SDXC cards:

File format (recording setting)

SD/SDHC/SDXC cards capacity

1GB 4GB 8GB 32GB
44.1kHz 1 hour 34 minutes | 6 hour 17 minutes | 12 hour 35 minutes | 50 hour 23 minutes
WAV/BWF 16 bit (STEREO) 48kHz 1 hour 26 minutes | 5 hour 47 minutes | 11 hour 34 minutes | 46 hour 17 minutes
96kHz 43 minutes 2 hour 53 minutes | 5 hour 47 minutes | 23 hour 08 minutes
44.1kHz 1 hour 02 minutes | 4 hour 11 minutes | 8 hour 23 minutes | 33 hour 35 minutes
WAV/BWF 24 bit (STEREO) 48kHz 57 minutes 3 hour 51 minutes | 7 hour 42 minutes | 30 hour 51 minutes
96kHz 28 minutes 1 hour 55 minutes | 3 hour 51 minutes | 15 hour 25 minutes
32 kbps | 44.1kHz/48kHz | 69 hour 26 minutes | 277 hour 555 hour 2222 hour
64 kbps | 44.1kHz/48kHz | 34 hour 43 minutes | 138 hour 277 hour 1111 hour
96 kbps | 44.1kHz/48kHz | 23 hour 08 minutes | 92 hour 35 minutes | 185 hour 740 hour
?g!;éREO/MONO) 128 kbps | 44.1kHz/48kHz | 17 hour 21 minutes | 69 hour 26 minutes | 138 hour 555 hour
192 kbps | 44.1kHz/48kHz | 11 hour 34 minutes | 46 hour 17 minutes | 92 hour 35 minutes | 370 hour
256 kbps | 44.1kHz/48kHz | 8 hour 40 minutes | 34 hour 43 minutes | 69 hour 26 minutes | 277 hour
320 kbps | 44.1kHz/48kHz | 6 hour 56 minutes | 27 hour 46 minutes | 55 hour 33 minutes | 222 hour

* The recording times shown above are theoretical values. They might differ depending on the SD, SDHC, and SDXC cards in use.

* The recording times shown above are not continuous recording times, but they are the total possible recording times for the SD,
SDHC, and SDXC cards.

* If the recording time exceeds 24 hours, a new file will be created automatically and recording will continue without pause.

* Mono recording in WAV format will double the maximum recording times specified above.

* For DUAL REC recording in the WAV/BWF format and 4-channel recording, the maximum recording time will be half the figures

above.
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5 - Operating Files and Folders (4CH Mode Only)

In the BROWSE screen, you can browse the HUZIL folder (stores
audio files), delete files and folders, or create a new folder in the
SD card.

You can also connect the unit with a computer via USB, or
directly insert the SD card to the computer to change the
configuration of folders or delete files in the HUS I folder
also from the computer. In addition, you can edit file names
from the computer.
To open the BROWSE screen, press the MENU button to open
the HEHU screen. Use the wheel to select (highlight) EROWSE and
press the ENTER/MARK or »» button.

ERONSE

frl TRSCAM_0001512. waw
J3 TASCAM_000133. waw
J3 TASCAM_000134 . waw

J TRSCAM_O0002312. waw
J TASCAM_000Z253. waw
7 TASCAM_000Z254 . waw
[ HEW FOLDER

Displayed in this screen are the contents of the folder containing
the file selected on the Home screen before the BROWSE screen
was opened.

Screen navigation

Folders and music files are displayed in a layered-tree type in the
EROWSE screen.
The DR-44WL can create up to two layers in each folder.
* Use the wheel to select (highlight) a file or folder.
* When afolder is selected (highlighted), press the »»i
button to show the contents of that folder.
*  When afile for folder is selected (highlighted), press the
¢t button to move one level upward.
*  When afile or folder is selected (highlighted), press the
QUICK button to open the QUICK pop-up menu.
* When afile is selected, press the ENTER/MARK or »»l
button to return to the Home Screen and load the file.
The folder that contains this file becomes the current folder
(the currently selected folder), and recorded files will be
saved to this folder.

*  When afile is selected, press the » /11 button to return to
the Home Screen and play the file.

*  When afolder is selected, press the ENTER/MARK button
to return to the Home screen and load the first file in that
folder.

This folder becomes the current folder (the currently
selected folder), and recorded files will be saved to this
folder.
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Icons on the BROWSE screen

The meanings of icons that appear on the ERIWSE screen are as
follows.

H MUSIC folder (&)

In the BROWSE showing the ROQT level, the MUSIC folder is
displayed at the top.

B Audio file ()

This icon 5 appears before the name of a music file.
M Folder (@)

This folder contains a sub-folder.

M Folder ()

This folder contains no sub-folder.

B Folder in display (=)

Contents of this folder is currently in display.

Bl New folder ()

A new folder will be created.

File operations

Select (highlight) the desired audio file in the BROWSE screen,
and press the QUICK button to open the following QUICK
pop-up menu.

EROWSE
«ZI0R44 _0000

I

INFORMATION !
FILE DELETE
CHAMSE PROTECT

CLF ALL MARKS
Il b

J3 TASCAM_D0DZ54. waw
[F HEW FOLDER

Use the wheel to select (highlight) an item, and press the
ENTER/MARK button. Either of the following actions will start
according to the selected item.

Bl INFORMATION

Information about the selected file (date/time, size) will pop up.

EROWSE

FILE IMFORKWATION
TASCAM_0001512

2017 02701 12016
EED. 1kbwtd

[H)MEIl FOLDER

Press the ll/HOME button again to return to the BROWSE screen.
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B FILE DELETE

A pop-up message appears to confirm that the deletion of the
selected file.

ERONSE

FILE DELETE
TASCAM_0001512

Are You Sure 7

[ HEW FOLDER

Press the ENTER/MARK button to delete the file, and press the
W /HOME button to cancel the delete operation.

B Protecting files (4CH mode only)

This function protects files to change them to read-only.
1. Select afile to protect on the EROWSE screen.

2. Press the QUICK button to open the quick menu pop-up,
and use the wheel to select CHAHGE PROTELCT.

EROWSE
[E1MUSIC

E THFORMATION

.l‘l CLF ALL MARKS

b
J3 170201 _D00ES3. waw
J3 170201 _000254. waw

3. Press the ENTER/MARK button.
ASET PROTECT pop-up message appears to confirm that
you want to protect the selected file.
If the file has already been protected, REHOUE PROTECT will
appear instead.

ERONSE EROWSE

SET PROTECT
170201 _0001512

Are You Sure 7

REMOVE FROTECT

10201 _0001s1E

HAre You Sure 7

wa

7170201 :000381 2. waw

[LERES

710z :EIEIEISSI 2. may

4. Press the ENTER/MARK button to protect the file and return
to the BROWSE screen. If the file has already been protected,
this will remove protection from it before returning to the
EROWSE screen.

Press the B/HOME button to cancel changing the
protection status and return to the EROWSE screen.

* All other files in the same project as the protected file will
also be protected.

* Use the INFORHATION item in the BROWSE screen quick menu
to check protection status.

B Clearing all marks (4CH mode only)

1. Select the file for which to clear all marks on the ERIWSE
screen.

2. Press the QUICK button to open the quick menu pop-up,
and use the wheel to select CLR ALL HARES.

ERDIISE
[EIMUSIC

[ IHFORMAT IOH 1

#|FILE DELETE

% CHAMGE FROTECT
RlcLR AL hiprks

J" v
A 170201 000254, waw
A 170201 0003512, waw

3. Press the ENTER/MARK button.
The following confirmation pop-up message appears.

ERONSE

CLR ALL MARES

170201 _0001512

Are You Sure 7

7170201 :000381 2. waw

4, Press the ENTER/MARK button to clear the marks and return
to the BROWSE screen.
Press the B/HOME button to cancel clearing the marks and
return to the BROWSE screen.

Folder operations

Select the desired folder on the ERIWSE screen and press the
QUICK button to open the QUICK pop-up menu that is shown
below.

BRONSE
E SELECT 1
| RLL DELETE
" FOLDER DELETE
J‘I w

J3 170201 _D00ESTZ. waw
J3 170201 _D00ES3. waw
J3 170201 _000254. waw

Use the wheel to select (highlight) an item, and press the
ENTER/MARK button. Either of the following actions will start
according to the selected item.

W SELECT

Returns to the Home screen and selects the first file in the folder.
In addition, the recorded files are saved in the selected folder.

B ALL DELETE

A pop-up message will appear to confirm deletion of all files in
the selected folder.

ERONSE

ALL DELETE

Are You Sure 7

Press the ENTER/MARK button to delete the files, and press the
B /HOME button to cancel the delete operation.
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5 - Operating Files and Folders (4CH Mode Only)

* Read-only files and unrecognized files by the DR-44WL will
not be deleted.

* Files on different levels of the selected folder will not be
deleted.

* Todelete all the files in the root folder (MUSIC) at the same
time, move to the top level in the EROWSE screen, select the

MUSIC folder and selectsALL DELETE from the Quick menu.

B Deleting empty folders (4CH mode)

1. Select the empty folder that you want to delete on the
EROWSE screen.

2. Press the QUICK button to open the quick menu pop-up,
and use the wheel to select FOLOER DELETE.

EBROWNSE
(EIMUSIC
LlsELecT 1

E

j_" ALL DELETE
jIFOLDER DELETE
I -

7170201 _00025312. waw
7170201 _000253. waw
7170201 _000254. waw

3. Press the ENTER/MARK button.
The following confirmation pop-up message appears.

EROWSE

FOLDER DELETE
OR:d4 0000

Are You Sure 7

If the folder is not empty, aHlT EHFTV pop-up message will

appear.
4. Press the ENTER/MARK button to delete the empty folder
and return to the EROWSE screen.

Press the M/HOME button to cancel deleting the folder and

return to the BROWSE screen.
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Creating a new folder

AHEW FOLDEF is available at the bottom of each folder.

BROWSE
SI0R44_0000
£ TASCAK_0001 512, waw
£ TASCAK_0001 53. waw
2 TASCAK_0001 54. waw

J TRSCAM_O0002312. waw
J TASCAM_000Z253. waw
J3 TASCAM_000254 . waw

[E|HEWl FOLOCER

Select (highlight) HE' FOLDER, and press the ENTER/MARK
or ¥ button to confirm creation of a new folder.

EROWSE

MAKE FOLDER

Are You Sure 7

[H)MEIl FOLDER

Press the ENTER/MARK button to create a new folder.
Press the ll/HOME button to cancel creation of a new
folder.

The DR-44WL is not designed to handle folders with three or
more layers, and therefore the HEW FIILOEF does not exist in
a folder with two layers.

A newly created folder becomes the current folder (currently
selected folder), and recorded files are saved in this folder.



6 - Managing Songs (MTR Mode only)

In the MTR mode of this recorder, one track (recording data
group) is treated as one song and data is managed on a song
basis. For one song, four tracks and a master file after mixing
down are saved.

To record or create music, a song being created needs to be
loaded or a new song needs to be created.

This chapter describes basic operations such as a method for
loading songs and a procedure for creating new songs as well as
various functions to mange songs.

170201_0001: 3.
170201 _000zZ:
170201 _0003:

Song Operation

Select (highlight) the desired song file on the 50HM screen,
and press the QUICK button to open the QUICK pop-up menu
below.

11 _I_I [n[u}| 3.
CREATE
IMFORMATION
REMAME
CDELETE

Use the wheel to select (highlight) the desired item, and press
the ENTER/MARK button. Then, the unit operates as follows:

B LOAD

Loads the selected song.
B CREATE

Creates a new song.

B IHFORHATION

Information about the selected song (date/time, size) will pop
up.

170701 ANn1= = 4kR
SOMG IMFORMATION
17E2E1 _BEE1

44.1kHz: 1ebit

AP A2 AT 130

B REHAHE (V1.10 supported)
Edits the name of the selected song.
B DELETE

Deletes the selected song.

Loading Songs

Use the following procedure to load the song you want.

1. Set the mode to HTR mode. (See “Selecting Operation Mode”
on page 17.)

2. Press the MENU button when the recorder is stopped to
open the HEHLU screen.

3. Using the wheel, select (highlight) 50K and press the
ENTER/MARK or »»1 button.
The 50HG screen will be displayed.

The # icon appears for a song currently being loaded.

4. Use the wheel to select (highlight) the desired song and
press QUICK to open the QUICK pop-up menu below.

SOHG

170201_0001: 3. 4KB
I

CRERTE

THFORMATION

REMAME

CDELETE

After selecting (highlighting) the desired song, press the
ENTER/MARK button to load the selected song and return
to the Home screen.
5. Using the wheel, select (highlight) LOAD and press the
ENTER/MARK button.
The selected song will be loaded, and the pop-up will
disappear.
The icon # will move to the selected song.

170201_0001: 3. 4HB
170201_0002: 5. 1ME
170201_0003: 6. SHE

6. Pressthe l/HOME button to return to the Home screen.
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6 - Managing Songs (MTR Mode only)

Creating a New Song

Changing the Song Name

Use the following procedure to create a new song.

1. Set the mode to HTR mode. (See “Selecting Operation Mode”

on page 17.)

2. Press the MENU button when the recorder is stopped to
open the HEHL screen.

3. Using the wheel, select (highlight) 50K and press the
ENTER/MARK or »»1 button.
The 50HG screen will be displayed.

4. Press the QUICK button to open the QUICK pop-up menu
and use the wheel to select (highlight) CREATE.

170201_0001: 2. SME

CRERTE
INFORMATION
REMAME
OELETE

5. Press the ENTER/MARK button to open the QUICK pop-up
menu for setting the format for a new song.

SOMG

SOHG CREATE

170201 _0004
44.1kHz — 16bit

6. Use the wheel to set the format of the new song.
Options: 4¢. 1kHz - 16bit (default), 4¢. 1kHz - 24bit,
42kHz - 16b1t, d8kHz - Zdbit

7. Press the ENTER/MARK button to create the new song.
Press the ll/HOME button to return to the S0HG screen.

SOMG
170201_0001: Z. ShB
170201_0002: 1. EME
170201_0003: 0. 5ME

170201_0004: 0. ObE g

The song to be created will be named according to the
settings of the TVPE item on theF ILE HAHE screen.

8. Edit the name (title) of the song as necessary. (See “Song
Operation” on page 35.)

The song name (title) can also be edited later using REHAHE

in the QUICK menu. The song name can also be edited when

saving the song.
9. Pressthe M/HOME button to return to the Home screen.

The “MTR” folder must always contain at least one song.
For this reason, when you insert or format an SD card, for
example, a new song will be created.
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Use the following procedure to change the song name.

1.

Set the mode to HTR mode. (See “Selecting Operation Mode”
on page 17.)

Press the MENU button when the recorder is stopped to
open the HEHLU screen.

Using the wheel, select (highlight) 50Ha and press the
ENTER/MARK or »»1 button.

The 50HG screen will be displayed.

Use the wheel to select the song with the name you want to
change.

Press the QUICK button to open the quick pop-up menu,
and use the wheel to select REHAHE.

SOHG
170201_0001: 2. SHB

LORD
CRERTE

THFORMATION

When the ENTER/MARK button is pressed, the 50Ha KEHAHE
screen for changing the song name will pop up.

17E2a1 _pasz

Are You Sure 7

Use the <4< button and the »»I button to move the cursor
and use thewheel to change the text.

Press the ENTER/MARK button to confirm the song name
and return to the 50HG screen.

Press the ll/HOME button to return to the Home screen.
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Deleting songs

You can delete songs. We recommend deleting unnecessary

songs when the SD card space is low.

1. Set the mode to HTR mode. (See “Selecting Operation Mode”
on page 17.)

2. Press the MENU button when the recorder is stopped to
open the HEHU screen.

3. Using the wheel, select (highlight) Z0HiG and press the
ENTER/MARK or »» button.
The 50HG screen will be displayed.

4. Use the wheel to select the song that you want to delete.

5. Press the QUICK button to open the quick pop-up menu,
and use the wheel to select DELETE.

SOHG
170201_0001: 2. SHB

LORD
CRERTE

INFORMATION
REMAME

DELETE

w,

6. Press the ENTER/MARK button to delete the selected song
and return to the 50HG OELETE screen.

SOHG DELETE
17201 _Bagz

Are You Sure 7

7. Press the ENTER/MARK button to delete the selected song.
8. Pressthe M/HOME button to return to the Home screen.

The “MTR” folder must always contain at least one song.
For this reason, when you insert or format an SD card, for
example, a new song will be created.
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Playback

Special Playback Control Functions

When playback is stopped on the Home screen, press the /11
button to start playing.

You can also choose files for playback by name on the
EROWSE screen.

Pausing

Press the B> /11 button to pause playback at the current
position (pause) when playing a track on the Home screen.
Press the B /11 button again to resume playback from the
previous position

Stopping
When you press ll/HOME button while a track is being played

back on the Home screen, the playback is paused.

Press B/HOME button again to stop playback at the beginning
of afile.

Fast-rewinding and fast-forwarding (search)

During playback when the Home screen is open, press and hold
the e/ »»1 button to search backward/forward.

Press and hold the << button or »» button to increase
the search speed.

Moving the playback position
Use the wheel to move the playback position while the

playback is stopped or paused on the Home screen.

After you have moved the playback position, the playback is
paused.

Selecting a playback file (skip)

When the Home screen is open, press the << button or the
> button to select the file you want to play.

When you press the << button while playback of the file is
in progress, it will return to the beginning of the file. When
you press the &< button, it will skip to the beginning of the
previous file.

To skip to the next file, press the »»I button at the beginning
of in the middle of a file.

* Thetrack name, file number and other file information for
the currently playing track appear on the display.

* When playback was stopped at the beginning of a file, the
status W icon will appear on the screen. When playback
was stopped in the middle of a file, the status 11 icon will
appear on the screen.

* Tomove afile, press the << button or ™ button
repeatedly as many times as needed.
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Using the unit's playback control functions, you can play back a
selected section of a track repeatedly. You can also change the
playback speed without changing the pitch or change the pitch
without changing the playback speed.

You can use these playback control functions to practice and
learn musical passages effectively.

Playback Control Screen

Use the PLAY FUHCTION screen to set the playback control
functions. Loop playback, playback speed change, and key
change can be made in this mode.
Set the playback control functions using the following method.
1. While the Home screen is open and the unit is stopped,
paused, or playing back, press QUICK to open the QUICK
pop-up menu.
2. Using the wheel, select (highlight) PLAY FUHCTION and press
ENTER/MARK button.
The PLAY FUHCTIOHN screen is displayed.

FLAY FUNCTION O

® 00:00:00

[=lntial Eala]

SPEED 1l 00
KEY :0
FIME TUME : 0

[S50i=50 IHA 0OUT A CLERR

3. Press the QUICK button to open the PLAY FUHCTIOH screen
Quick pop-up menu.

PLAY FUMCTION

= 00:00:00

LOOP OH/0FF
Use to turn loop playback on and off. (See “Repeated
Playback of Selection (Loop Playback)” on page 39.)

IN CLEAR
This clears only the loop IN (starting) point. (See “Clearing
IN and OUT points only” on page 39.)

OUT CLERR
This clears only the loop OUT (ending) point. (See
“Clearing IN and OUT points only” on page 39.)

SPEED
Open a pop-up where you can change the playback
speed. (See “Changing the playback speed (VSA)” on page
39)

KEY
Open a pop-up where you can change the key. (See “Key
control playback” on page 40.)

FIHE TUHE
Open a pop-up where you can change the key. (See “Key
control playback” on page 40.)

4. Use the wheel to select a Quick menu item and press the
ENTER/MARK button.
5. After you finish making settings on this screen, press the
B /HOME button to return to the Home screen.
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Repeated Playback of Selection (Loop
Playback)

With this function, you can continuously repeat (loop) the

playback of a selection that you make.

1. When the PLAY FUHCTION screen is open, press the B> /11
button to start playback, and press
ENTER/MARK button at the start point of the section that
you want to start loop playback.

FLAY FUNCTION OO

* 00:00:16

[ulnCuln CRY

——

SPEED 1l 00
KEY :0
FIME TUME : 0

[S50i=50 IHA 0OUT A CLERR

This position is set as IN (start) point.
The Micon will light up at the playback position under the
playback indicator bar.

2. Press ENTER/MARK button at the end point of the section
that you want to start loop playback.

FLAY FUNCTION

KEY :0
FIME TUME : 0

[S50i=50 IHA 0OUT A CLERR

This position is set as OUT (end) point, and the unit will
playback the section between the loop playback IN and OUT
points.

The I® icon will light up at the playback position under the
playback indicator bar.

During loop playback, the 12w+ icon lights up under the
recording status indicator.

Press the ll/HOME button return to the Home screen while
maintaining the IN (start) and OUT (end) points and loop
settings enabled. On the Home screen, the 1es+ icon lights up
and the icon ™M IF lights up at the position corresponding to
IN (start) and OUT (end) points under the playback indicator
bar.

* Thel/0 Too Short pop-up message will appear when the
IN-OUT points are too close. Please reset by spacing at least
one second in between.

* Press ENTER/MARK button again to clear the IN and OUT
points.

* Tostop loop playback, set thePLAY FUHCTION screen Quick
menuLOOF OH/OFF to OFF. When off, 10w disappears from
the Home screen. Set LOOF OH/OFF to OH again to enable
loop playback between the set IN and OUT points.

* You cannot set the IN and OUT points in different files.

* The previous IN and OUT point settings are lost when you
set the IN point in a different file.

* MP3 files with VBR (variable bit rate) format may affect the
accuracy of the IN and OUT points settings.

Clearing IN and OUT points only

1. When the PLAY FUHCTION screen is open, press QUICK
to open the QUICK pop-up menu on the PLAY FUHCTION
screen.

2. Using the wheel, select (highlight) IH CLERR or OUT CLEAR
and press ENTER/MARK button.
The set IN and OUT points will be cleared.

Changing the playback speed (VSA)

The DR-44WL has a built-in VSA (Variable Speed Audition)
function to change the playback speed without changing its
pitch.

The VSA function will not work when you select a file
recorded at a sampling rate of 96 kHz or three or more
channels (tracks) exist in MP3. However, the EZZ==R icon is
displayed, and the setting of the playback speed can be
changed.
To enable the settings of playback speed when a file
recorded at a sampling frequency of 44.1 kHz or 48 kHz is
loaded by using the <<t button or »»l button.
1. When the FLAY FUHCTIOH screen is open, press QUICK
to open the QUICK pop-up menu on the PLAY FUHCTION
screen.
2. Using the wheel, select (highlight) SPEED and press ENTER/
MARK button.
The screen for changing playback speed will be popped up.

FLAY FUNCTION O

® 00:00:00

O 00

FLME TUME : U

[330l3ill IHS0OUTSCLERR

3. Use the wheel to change the settings of playback speed.
Options: #A. 5 - #2. A (default value: per#1. 8, =8.1)

4. Press ENTER/MARK button to finalize the setting and return
to open the QUICK pop-up menu on the PLAY FUHCTION
screen.

5. Press M/HOME button to the Home screen while
maintaining the set playback speed enabled.

When the playback speed is larger than 1. , the EZZE
icon appears or when it is smaller than 1. , the EZ=3m icon
appears at the top of the Home screen.
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7 - Playback

Key control playback

The DR-44WL can change the playback key (pitch) using its key
control function.

In the key control function, the KEY item and FIHE TUHE item are

available. The KEY item can adjust in £6 half-tone, and the F INE
TUHE item can move the key up or down in £50 cents.

1.

The key control playback cannot be used when a file
recorded with a 96kHz sampling frequency or an MP3 with
three or more channels (tracks) is selected. However, the
=== icon will still appear and the playback speed can still be
changed.
This function will not affect this file, but it will become
effective if you return to the Home screen and use the <4<
and »»1 buttons to select a file recorded with a 44.1kHz or
48kHz sampling frequency.

When the PLAY FUHCTION screen is open, press QUICK

to open the QUICK pop-up menu on the PLAY FUHCTION

screen.

Using the wheel, select (highlight) KEY or FIHE TUHE and

press ENTER/MARK button.

The screen for changing keys will be popped up.

FLAY FUNCTION OO

® 00:00:00

[atatak Eale]

=
s
FIME TUHE =L

[S50i=50 IHA 0OUT A CLERR

Pop-up display of the KEY item

FLAY FUNCTION OO

® 00:00:00

[atatak Eale]

=
+ 0
e
FIHE TUME =L

[S50i=50 IHA 0OUT A CLERR

Pop-up display of the FIHE TUHE item

3. Use the wheel to change the key settings.

Options
When KEY is selected : bfi - #6 (default value: #, per
half-tone)
When FIHE TUHE is selected : =38 - 438 (default value: 48 ,
per cent)
Press ENTER/MARK button to finalize the setting and return
to open the QUICK pop-up menu on the FLAY FUHCTION
screen.
Press @l/HOME button to the Home screen while
maintaining the set playback speed enabled.
When the key control function is on, =1 appears at the top
of the Home Screen.
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Adding marks manually during playback

Press the ENTER/MARK button during playback to add a mark
at that position.

The number of the added mark will be shown on a pull-up at the
bottom of the display.

|
> 00:00:02

CORTE
Joooio _oodn

.
MARK SET C[oi1

Clearing specified marks

Pause at the position of a mark. Then, press the ENTER/MARK
button to clear that mark.

|
I 00:00:06

MARE CLEAR

Are You Sure 7

YES

Setting the mark skip mode

Multiple types of marks can be added to files (HARE, LEVEL, TIHE

and PEAK). With this function, you can set what type of mark to

use when moving between them.

1. Press the MENU button to open the HEHU Screen.

2. Use the wheel to select ZYSTEH, and press the ENTER/MARK
or ¥l button.
The S¥5TEH screen opens.

3. Usethe wheel to select HARK. SKIP HODE, and press the
ENTER/MARK or »»1 button.

INFORMATION  :Exec
DATE,/ TIHE
FILE NAKE HARK

MARE SkIF MOOE : LEVEL
¥EI MODE TIME
LANGLAGE PERK
INITIALIZE OFF

-

4. Use the wheel to set the mark skip mode.
Options
ALL (default): Move between all marks
HARE: Move between marks added manually
LEVEL: Move between marks added using the automatic
mark function LELEL setting
TIHE: Move between marks added using the automatic
mark function TIHE setting
FERAE: Move between marks added when a PEAK indicator
lit
OFF: Do not move between marks
5. Press the ENTER/MARK button to confirm the setting and
reenable setting item selection.
6. When finished making the setting, press the /HOME
button to return to the Home Screen.



8 - QUICK Button Operation

QUICK button overview

Actions of the QUICK button for different screens and statuses
are as follows.

The QUICK button allows you to do the following things.

*  While the playback is stopped or paused on the Home
screen, the QUICK pop-up menu for displaying current file
information, setting playback control functions or mixing
down will be displayed.

|
" 000000 |

QUICK menu display while playback is stopped or paused when
in 4CH mode
During playback, the QUICK pop-up menu for displaying
current file information, setting playback control function, or
clearing peak hold of the level meters will appear.

]|
* 00:00:10

Oo0osE0

FLAY FUNCTION
FERE CLERR

[ 1 =1 =1 3 ]

QUICK menu display during playback on the Home screen when
in 4CH mode

In recording standby or recording mode, the QUICK pop-up
menu for displaying current file information or clearing peak
hold of the level meters will appear.

|

*N00:00:00

b 170008 _ooos CEREEE
IHFORMATION  |EERE
FPERE CLERR

QUICK menu display during recording standby on the Home
screen when in 4CH mode

* The QUICK pop-up menu for operating the selected file or
folder appears on the EROWSE screen or 50HG screen. (See
“5 — Operating Files and Folders (4CH Mode Only)” on page
32.), (See “6 — Managing Songs (MTR Mode only)” on page
35)

ERDIISE
[EIMUSIC

i

1
FILE DELETE
CHANGE PROTECT
A CLR ALL HARKS

-
7170201 _000254. waw
[ HEW FOLDER

Quick menu display on the ERIWE screen when in 4CH mode

When theHEHU screen or theREC SETTIHG screen is open for
various settings, the QUICK button is disabled.

Screen | State Action

Displays file information (only in the 4CH
mode)

Playback Control Screen

Clears peak hold of a level meter
Stopped/ | Deletes and splits a file (only in the 4CH
paused mode)

Mixing down

Clear track function (only in MTR mode)
Bounce function (only in MTR mode)
Master track function (only in MTR mode)

Home

Screen Displays file information (only in the 4CH

mode)

Playback Playback Control Screen
Clears peak hold of a level meter
In Displays file information (only in the 4CH
recording mode)
standby Clears peak hold of a level meter (only in
the 4CH mode)
In Displays file information (only in the 4CH
recording | mode)
mode Clears peak hold of a level meter

Opens the QUICK pop-up menu for
operating the selected file/folder (or
song)

BROWSE screen/S0HG
screen

HEHU screen/MIXER

screen, various No operation

settings screens

Quick menu operation

Press QUICK when the Homes screen is open to display the
QUICK pop-up menu.

Use the wheel to select (highlight) the desired QUICK menu
item, and press ENTER/MARK button to get the unit to work as
follows:

What appears on the QUICK menu is different in operation,
depending on the state of the unit when QUICK is pressed.

*  While playback is stopped or paused on the Home screen,
the following functions can be selected.

|
® 00:00:00

aratatat a =

QUICK menu display while playback is stopped or paused when
in 4CH mode

TASCAM DR-44wL 41



8 - QUICK Button Operation

|
" 00:00:00

QUICK menu display while playback is stopped or paused when
in MTR mode

INFORHATION (only in 4CH mode):
The current file or song information s displayed.

)
]

IHFORMAT IOH
PROJECT [alalal W Tt =]
FORMAT

WAL, 16bit.d44. 1k

| i = 1 =1 4 ]

PLAY FUHCTION:
The PLAY FUHCTION screen is displayed. (See “Special
Playback Control Functions” on page 38.)

PEAK, CLEAR:
Clears the peak level displayed on the level meter.

DELETE (only in 4CH mode):
A pop-up message appears to confirm that you want to
delete the current file. (See “Song Operation” on page
35)

DIVIDE (only in 4CH mode):
The current file can be divided manually. (See “Dividing
the selected file manually(DIVIDE)" on page 43.)

AUTO DIVIDE (only in 4CH mode):
The current file can be divided at a mark position set in
advance. (See “Dividing the selected file automatically
(AUTO DIVIDE)" on page 44.)

HIHOOW:
This function combines four channels (two or more files)
into two right and left channels (one file).
The effect level, volume balance, and right and left
positions can be freely set on the MIXER screen. (See
“Song Operation” on page 35.)

EOUHCE (MTR mode only):
This function can be used to bounce tracks in the current
song. (See “Song Operation” on page 35.)

TRACK, CLEAR (MTR mode only):
This function can be used to delete one track at a time in
the current song. (See “Song Operation” on page 35.)

HASTER TRACEK (MTR mode only):
The master track created can be loaded. (See “Loading
master tracks (MTR mode only)” on page 46.)

* During playback on the Home screen, the following
functions can be selected.

|
* 00:00:10

[eintininsi—iu]

1448

b {7ooos oooa
e | IHFORMAT T0H
FLAY FUNCTION
FERK CLEAR

[ 1 =1 =1 4 ]

QUICK menu display during playback on the Home screen when
in 4CH mode
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|
* 00:00:05

QEEEAE
4

164E

B {Fooos o

e IFLAY FUMCTION

QUICK menu display during playback on the Home screen when
in MTR mode

* During recording standby on the Home screen when in 4CH
mode, the following functions can be selected.

|

*100:00:00
J! 1-.”'\"\!'\* Vo T T CEREEE
THFORMATION  |RE

FERE CLERR

QUICK menu display during recording standby when in 4CH
mode

* During recording on the Home screen, the following
functions can be selected.

|
® 00:00:04

OEOE LS

1448

b {7ooos coos

FERE CLERR

QUICK menu display during recording when in 4CH mode

|
® 00:00:06

QEEEAT
4

FERK, CLEAR

QUICK menu display during recording when in MTR mode

Closing the Quick menu

Press QUICK to close the Quick menu screen.



Deleting the selected file (Quick
Delete, only when in 4CH mode)

The currently selected file can be deleted without using the
BROWSE screen.

1.

2.

Press the <<t button or the »»1 button to select the file
you want to delete.

While the Home screen is open when stopped, press QUICK
to open the QUICK pop-up menu.

Use the wheel to select DELETE and press the ENTER/MARK
button.

The following pop-up confirmation message will appear.

]
[

FROJECT DELETE

170201 _000z
Are You Sure 7

[ 1 =1 =1 3 ]

Press ENTER/MARK button to delete a file and return to the
Home screen.

Press B/HOME button to cancel the delete operation and
return to the Home screen.

When you use the DELETE item from the Quick menu on the
Home screen to delete, files for all the currently selected
channels will be deleted.

When you use theF ILE OELETE item from the Quick menu
on the ERIOWSE screen to delete a file, deletion of individual
files is possible.

Dividing the selected file (4CH mode
only)

A recorded file can be divided into two manually or at a mark
position.

MP3 files cannot be divided.

Ifthe SD card has insufficient open space, division might not
be possible.

Division is not possible if the file name would become more
than 200 characters long.

Division is not possible if a file that already exists has the
same name as the name that would be given to a new file
created by division.

Dividing the selected file manually(DIVIDE)

A recorded file can be divided into two at a desired position.

1.

2.

3.

Use the <<t button, »»l button, or the BERIWSE screen to
select the file you want to divide.

While the Home screen is open when stopped, press QUICK
to open the QUICK pop-up menu.

Use the wheel to select NIV IOE and press the ENTER/MARK
button.

The DIVIDE screen shown below will appear.

8 - QUICK Button Operation

4.

00:00:10
——

J1Tozod _oood

(e B0

Use the wheel to determine the position where you want to
divide the file and press RECORD.

The following confirmation message will pop-up:

DOIYIDE i

FILE DIVIDE

170201 _0001512 o

Are You Sure 7

Press ENTER/MARK button to return to the Home screen
after deleting the file.

Press M /HOME button to return to the DIV IDE screen
without dividing the file.

When theDIVIDE screen is open, you can press the » /11
button and set the divide position while playing the track.
When theDILIDE screen is open, press the ™ /11 button
to play, the 8 /HOME button to pause, the <4<t button to
move to the beginning of a file or the »»1 button to move
to the end of a file. Use the wheel to make fine adjustments
of the division position.
After afile is divided, files with _a or _b added to the end of
file names will be created.
(Example of files recorded in 4CH mode)
File name before division
140826_0001512.wav
140826_0001534.wav
File name after division
140826_0001_aS12.wav (before the dividing point)
140826_0001_aS34.wav (before the dividing point)
140826_0001_bS12.wav (after the dividing point)
140826_0001_bS34.wav (after the dividing point)
When multiple files are currently selected, multiple files are
divided at a time.

Division may not be available when there is not enough
space on SD card.
File name with more than 200 characters cannot be divided.

File cannot be divided when there is a file name identical to
that of the post-divided file.

You can add cue marks during recording at the position you
want to divide. (See “Create cue marks during recording” on
page 27.)
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Dividing the selected file automatically
(AUTO DIVIDE)

Use the AUTO DIVIDE function to automatically divide an

already recorded file at positions where marks have been added.

1.

2.

See “Create cue marks during recording” on page 27 for
details about how to add marks.

Select a file to be divided at marks using the ¢ and »»l
buttons or the EROWSE screen.
While the Home Screen is open when stopped, press the
QUICK button to open the Quick pop-up menu.

Use the wheel to select AUTO DIVIDE and press the ENTER/
MARK button.
The following pop-up confirmation message will appear.

|

AUTO DIVIDE

170201 _0om

Are You Sure 7

Ifthe file does not have any marks, aCan 't Divide Ho
Hark pop-up message will appear.

4. Press the ENTER/MARK button to divide the file and return

to the Home screen .
Press the ll/HOME button to cancel division and return to
the Home screen.

After dividing a file, new files with _#1, _B82 and _i3 added
to the end of the original file name are created in order.
Example: 2 marks
File name before division
140826_0001.wav
File names after division
140826_0001_01.wav
140826_0001_02.wav
140826_0001_03.wav
When used together with the automatic marking function,
long recordings can automatically be divided into files with
individual songs. (See “Add cue marks automatically during
recording” on page 28.)
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Deleting track input (MTR mode only)

5.

Set the mode to HTR mode. (See “Selecting Operation Mode”
on page 17.)

Lord the song in which you want to delete tracks on the
S0HG screen. (See “Loading Songs” on page 35.)

While the Home Screen is open when stopped, press the
QUICK button to open the Quick pop-up menu.

Use the wheel to select TRACK CLEAF and press the ENTER/
MARK button.

This opens a pop-up where you can select the track to
delete.

|
® 00:00:00

ettty -ta ]

Use the wheel to select (highlight) tracks you want to clear
and press ENTER/MARK button.
The following confirmation message will pop-up:

]
[

TRACK CLEAR

TRACE 1
Are You Sure 7

Press ENTER/MARK button to return to the Home screen
after deleting the selected tracks.

Press the ll/HOME button to return to the Home screen
without clearing tracks.
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7. Using the wheel, select (highlight) PLAY FUHCTIOH and
Track bounce (MTR mode only) oress ENTERIMARK button,

The PLAY FUHCTIOHN screen is displayed.

Use the track bounce (ping-pong recording) function to
combine recorded tracks 1 -4 into one track. ENERE TR
This function allows you to record on tracks 1 - 2 after mixing = 00'000
down tracks 1 - 4 (stereo bounce) or to record on track 1 by e ez
mono mixing tracks 1 -4 (mono bounce).

SFPEED 11,00
KEY :0
Drum L Drum R Bass Guitar FIME TUME =0

Track 1 Track 2 Track 3 Track 4

| | | l

Tracks 1-4 are mixed down to stereo

and bounced to tracks 1-2 8. Setthe IN and OUT points of bounce as the loop playback
section. (See “Repeated Playback of Selection (Loop
l Playback)” on page 39.)

Track 1and 2 TrBaCKS TGragtk4
Drum: ,B b aSs ultar
UGuSitaF(]SS ov(ecravCrE‘?en) ov%rav;'r\tg‘[eenj NOTE
L e When the IN/OUT points are not set, bounce from 8 : B : B
Track 1and 2 Track 3 Tracka to the final point of recording.
S ol o 9. Press M/HOME button to return to the Home screen, and
press QUICK to open the QUICK pop-up menu.
When recorded on the playback track itself, the original 10. Using the wheel, select (highlight) BOUHCE and press the
playback track is naturally cleared (the drum partin Track 1 -2 is ENTER/MARK button.
overwritten in the illustration above). The following confirmation message will pop-up:
Bouncing tracks m
1. Set the mode to HTR mode. (See “Selecting Operation Mode” BOUHCE
on page 17.)

Are You Sure 7

2. On the 50HG screen, load songs in which you want to bounce
tracks. (See “Loading Songs” on page 35.)

3. Press TRACK/INPUT for the track you want to use as bounce
destination and make TRACK/INPUT blink.

Among tracks selected as bounce destinations, the left 11. Press ENTER/MARK button to start track bounce and return
channel of the mixed-down stereo source will overwrite to the Home screen after bouncing.
the odd track and the right channel will overwrite the even

Press the ll/HOME button to return to the Home screen

track. without track bouncing.

4. Press MIXER to open the MIXER screen and adjust AN knob
and the LEVEL knob for each track. (See “Setting the mixer”

on page 47.) Confirming the results of bouncing
] Lift the LEVEL knob for the track at the bounce destination and
N R the master level knob (set the LEVEL knob for other tracks to
SEND ‘ minimum) to play back.
@ After bouncing tracks, you can record again (overdub) to the
bounced tracks

SEND

|9 |0 8| oL .

LEEL | o | | @ @] If it may be necessary to have the original track at a later

date, back up the song data on your computer before

For mono bounce to odd-numbered track, set the PAH knob bouncing (ping-pong recording). (See “11 - Connecting with
toL1Z. For mono bounce to even-numbered track, set the a computer” on page 52.)

PAH knob to R1Z.
Adjust the overall level with the master level knob.

5. When the MIXER screen is open, press MIXER to return to
the Home screen.

6. When playback is stopped or paused or when playing back,
press QUICK to open the QUICK pop-up menu.
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Mixing down

This function combines multiple files into a single stereo file.

Adjustments of the effect level (SEHD), right and left positions
(PAH), volume balance (LELEL) can be freely set on the MIXER
screen. (See “Setting the mixer” on page 47.)

1.

Use the <t />» button to select file you want to mix
down on the EROWSE screen for 4CH operation mode or on
the 50HG screen for MTR operation mode. (See “Selecting
Operation Mode” on page 17.)

While the Home Screen is open when stopped or paused,
press the QUICK button to open the Quick pop-up menu.
Using the wheel, select (highlight) HIHDOW and press the
ENTER/MARK button.

The following confirmation message will pop-up:

]
[

W IO

Are You Sure 7

Popup display in 4CH mode
Press ENTER/MARK button to start mixing down return to
the Home screen after mixing down.

Press the l/HOME button to return to the Home screen
without mixing down files.

After mixdown completes, the Home screen reopens, and

the mixdown file that was created is loaded. In this state, you

can press the B /11 button to play the mixdown file.

* When a mixdown file is created, it is named by adding an

incremental number to the end of the name of the file used

before mixdown.

* When files created in 4CH mode are mixed down, a file is
created with "MIX" added to the end of the file name.
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Loading master tracks (MTR mode
only)

A file mixed down from files created in MTR mode can be
loaded.

1.

2.

3.

4,

Set the operation mode to HTF. (See “Selecting Operation
Mode” on page 17.)

Load the mixdown file on the Z0Hi screen. (See “Loading
Songs”on page 35.)

While the Home Screen is open when stopped or paused,
press the QUICK button to open the Quick pop-up menu.
Use the wheel to select HRZTER TRACK and press the ENTER/
MARK button. This loads the master track and reopens the
Home screen.

MRS TEF o

3 ]
® 00:00:00

OO 00
Fid1ozz_oom "

STEREC ]

5.

The icon appeatrs at the top of the Home screen when
a master track is loaded.
If there is no master file, all HASTER TRACK pop-up
message will appear.
Press the B> /11 button to start playback of the master file.

After loading the master track, selectHIILTI TRACFK from the
Quick menu and press the ENTER/MARK button to return to
ordinary MTR mode.



9 - Mixer

The mixer functions that can be used for setting a built-in effect, 4. Use the wheel to change the setting.
right and left positions and volume balance for each channel are . .
available. Items | Options Action
: . : : Adjusts the forwarding level
Recording sound can be finely changed by setting these during
mixing down or playback. (See “Mixing down” on page 46.) ?f the selectegl re”verb (See
SEHD A - 160 Reverb function” on page
49.).
Setting the mixer (8: Minimum to 188:
Maximum)
1. When the Home screen is open, press MIXER to open the AdJU.StS the balance between
MIXER PAN A2 -1 -F 2 the right and left channels.
screen. (L12: Left - C: Center -R12:
Right)
Adjusts the volume balance
. between the right and left
LEVEL: |6-168 channels. (#: Minimum to ‘1#:
Maximum)
EE]:'B' 0;0; 5 Adjust the total volume of the
SEnD signals with reverb applied
LEEEL :‘:‘:‘: R 8168 sent from the SEHD buses of
each channel (track).
in 4CH mode

5. Press the ENTER/MARK button to return to the original
position where you can select the position to change the
setting next time.

' * Operation is available in any mode when playing back,
: stopped, paused, or in recording standby or recording.

E] ‘ -y ‘ -y ™ * While the MIXER screen is open, press the » /11 button to

B EmEREREm

SEnD
;

SEND
FAN
LEUEL

oS o 8lelD0 play back or press B /HOME button to pause the playback.
& 000

Stereo Link is set

senn |3 nﬂ-i
pan || | g, [EDD
LEUEL | e | | @ | WM

MS decoder is used

2. Use the wheel to select (highlight) an item you want to
change).

3. Press ENTER/MARK button to pop up setting items and
settings on the left.
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10 - Useful functions

Tuner function

A guitar and wind instruments can be tuned using a built-in
chromatic tuner.

The tuner incorporated into this unit has chromatic tuner mode
that allows tuning of musical instruments while looking at

the tuning meter and oscillator mode that outputs reference
sounds.

Chromatic tuner

1.

10.

11.

12.

13.

14.

Connect a guitar or bass to the EXT MIC/LINE IN 1/L or 2/R
jack.

Tune wind instruments using the built-in microphone.
Press the MENU button to open the HEHLI screen.

Using the wheel, select (highlight) TOILS and press the
ENTER/MARK or »»1 button.

TOOLS screen appears.

Use the wheel to select TUHEFR and press the ENTER/MARK
or »» button.

Exec appears selected for the TUHEF item.

Press the ENTER/MARK button to open the TUHEF screen.

TUMER a
HODE : CHROMATIC

CALIE 1 440Hz
fIMTL

SOURCE

-

[][][]nnn:u:auu[][][]

Use the wheel to select HIDE and press the ENTER/MARK
button.

Use the wheel to set the tuner mode to CHROHATILC.
Options: CHROHATIC (default value) , 5L,

Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

Use the wheel to select CALIE and press the ENTER/MARK
button.

Use the wheel to set the standard frequency of A4.

Range: 433Hz-445Hz (default: 448Hz)

Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

Use the wheel to select S0URLCE and press the ENTER/MARK
button.

Use the wheel to set the input for the sound to be tuned.

Options Input destination

INT L Input from right front side of built-in

(default) stereo mic

INT F Input from left back side of built-in
stereo mic

ERT 1 Input from EXT MIC/LINE IN 1/L jack

EWT 2 Input from EXT MIC/LINE IN 2/R jack

Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.
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15.

16.

Perform tuning by playing a musical instrument.

The note that is closest to the sound you played is shown at
the top of the tuning meter.

Tune the musical instrument so that the note you want to
match is shown and the center of the tuning meter lights up.
A bar appears on the left or right of the center if the sound

is lower or higher than the target pitch. The bar becomes
longer as the sound shifts away from the target pitch.

TUMER a
HODE : CHROMATIC

CALIE
SOURCE

1 440Hz
fIMTL

-

Cad
NIRRT | |

When the sound played matches the note exactly, > « on
the right and left of the note lights up.

Once tuning has been completed, press B/HOME button to
return to the Home screen.

Oscillator mode

Press the MENU button to open the HEHLI screen.

Using the wheel, select (highlight) TOIILS and press the
ENTER/MARK or »»1 button.

TOOLS screen appears.

Use the wheel to select TUHEFR and press the ENTER/MARK
or »» button.

Exec appears selected for the TUHEF item.
Press the ENTER/MARK button to open the TUHEF screen.

Use the wheel to select HIDE and press the ENTER/MARK
button.

Use the wheel to set the tuner mode to 05L.
Options: CHROHATIC (default value) , 5L,

Press ENTER/MARK button to change the TUHEF screen to
the oscillator mode display.

TUNER o
C=: 0=
HOTE iR 4
LEVEL =70
SOIUND  SOFF

VZ

The following settings can be made in the oscillator mode
display.
HOTE
Set the sound to output.
The setting range is from L3 to B3 . (default value: A4)
LELEL
Set the output level.
The setting range is from B (minimum) to 188 (maximum).
(default value: 78)
Use the wheel and ENTER/MARK button to set HOTE and
LELIEL.
Use the wheel and ENTER/MARK button to set S0UHD to OH
so that reference sound is output.




TUHER
HIN
H 4
70

SOUHD = 0H

10. Once tuning has been completed, set 0UHD to OFF and
press M /HOME button to return to the Home screen.

10 - Useful functions

Reverb function

Metronome function

Metronome operates when the HETROHOHE screen is open.

1. Press the MENU button to open the HEHL screen.

2. Using the wheel, select (highlight) TOOLS and press the
ENTER/MARK or »»1 button.
TOOLS screen appears.

3. Use the wheel to select HETRIIHOHE and press the ENTER/
MARK or ¥ button. Exer appears selected for the
HETROHOHE item.

4. Press the ENTER/MARK button to open the HETROHIHE
screen.

HETROMOME a
TEMFO =120

: 4
fCLICK
: 50

ool gyt
START/STOF
=3

Set the following items on the HETROHIHE screen.
TEHPO
Set speed between 28 - 258 (BPM).
(default value: 128)
EEAT
Set beat between 1 -9 (default value: 4)
This will accent the first beat.
SOUHD
You can set the metronome sound to CLICK, STICK or
BELL. (default value: CLICK)
LEVEL
Set the metronome volume between # and 188, (default
value: 38)

5. Use the wheel to select the item to set and press the ENTER/
MARK button. This shows the parameters for the item to be

set.

6. Use the wheel to select the value. Press the ENTER/MARK
button to confirm it and enable selection of other setting
items.

7. Repeat steps 5 and 6 as necessary.

8. Press the B /11 button to start the metronome. Press the
» /11 button to stop the playing metronome.

HETROMOME a
TEMFO =120

: 4
fCLICK
: 50

*0C 0O
START/STOF
[ |

9. Once the setting has been completed, press the /HOME
button to return to the Home screen.

A reverb is incorporated into this unit.

When recording or practicing, the input signal can be reverbed
or the playback signal can be reverbed during playback.

When reverb function is ON, the EEE=== icon will appear at the
top of the home screen.

—l

'335?3 REVERB icon

" 00:00:00

Quoz0Qes
B TASCAM_D005 i

-
eepreenten el
-

Setting the reverb function

Press the MENU button to open the HEHU screen.

Using the wheel, select (highlight) REVERE and press the
ENTER/MARK or »»l button.

The REVERE screen is displayed.

REVERE
Fevers
TVYPE tHall 1
SOURCE tMIX

The RELERE screen has four setting items.

RELERE:
Set the reverb on/off status (default value: OFF).

TYPE:
See the reverb type from the pre-set items. See (See
“How to download and install the exclusive application
(DR CONTROL)" on page 53.) for more details on reverb
types.

SOURCE:

You can select input/output source to be reverbed from
the following: (default value: HIH)

SOURCE (options) | Detail

Enabled for SEHD:

Reverb can be added to the
HIH (default value) output sound.

The recorded sound is not
affected.

Enabled for input:
Reverb can be added to the sound
INT HIC input from the built-in mic.

Sound can be recorded with
reverb added.

Enabled for input:

Reverb can be added to the sound
input from external mics and
devices.

Sound can be recorded with
reverb added.

ERT IH

When HIH is sent, the forwarding level (SEND) to the
effect of each signal can be set on the MIXER screen. (See
“Setting the mixer” on page 47.)
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LELEL:
Use this to change the input/output level of the sound set
with S0URCE to which reverb is applied. Settings can be
selected from # - 188, (default value: 78)

3. Use the wheel to select (highlight) the desired item and
press the ENTER/MARK or »» button to set options/
values.

4. Use the wheel to set the desired option/value.

5. Press the ENTER/MARK button to confirm the setting and
enable selection of other setting items.

6. Once the setting has been completed, press the l/HOME
button.

When sampling frequency is set to 96 kHz or the WAV file
with 96 kHz sampling frequency is played back, the reverb
function does not work. In this case, reverb can be set.

Reverb type pre-set list

Pre-set name Effect

l\-l/gll-uLe)1 (default A bright effect, like a spacious hall
HALL 2 A warm effect, like a spacious hall
RooH Small room effect

STUDIO Studio effect

FLATE 1 Bright plate reverb

PLATE 2 Warm plate reverb

Setting the XRI information recording
function (4CH mode only)

When recording in the BWF file format, the unit can also record

XRl information (eXtended Recording Information), which

includes the input volume and other recording settings.

1. Press the MENU button to open the HEHU Screen.

2. Use the wheel to select ZYSTEH, and press the ENTER/MARK
or »» button.
The S¥5TEH screen opens.

3. Use the wheel to select HRI HIDE, and press the ENTER/
MARK or »»1 button.

INFORMATION  :Exec
DATE/TIME  :Exec
FILEMAME ~ :Exes
MARK SKIP MODE : ALL
4RI HODE NoFE |
LANGUAGE an
INITIALIZE  |ON+GPS
-

4. Use the wheel to set the XRI information recording mode.
Options:
OFF: XRI information not recorded
0K (default): Record only XRI information
0H+GEP5: Record XRI and GPS information
5. Press the ENTER/MARK button to confirm the setting and
reenable setting item selection.
6. When finished making the setting, press the ll/HOME
button to return to the Home Screen.

GPS information is acquired from the dedicated app (DR
CONTROL). This information cannot be acquired when using
the unit without the app. Information acquired is as follows.
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LATITUDE: Latitude data
LOHGITUDE: Longitude data

Viewing XRl information (4CH mode
only)

You can check XRl and GPS information recorded in a BWF-com-

pliant WAV file on the HRI screen.

Follow these procedures to open the HRI screen.

1. Use the e« and »»I buttons or the BEROWSE screen to
select the file with information that you want to view.

2. While the Home Screen is open when stopped, press the
QUICK button to show the quick menu pop-up.

3. Use the wheel to select HRI.

|
" 00:00:00

1

4. Press the ENTER/MARK button to open the HRI screen that
shows the following XRI information.
If no information has been recorded, Ha Data is shown

i

INT MIC
a3 Ho Dats
OFF
OFF
OFF

5. Use the ¢t and »» buttons to switch between tabs to
view XRl information for each track. Select the O0THERS tab to
view the following information about the unit

DR-44UL
2.10
35.EZITE

6. Pressthe M/HOME button to return to the Home Screen.

Deleting XRI information (4CH mode
only)

You can delete XRl and GPS information.

1. When the BRI screen is open, press the QUICK button to
open the quick menu pop-up.

EEI DELETE ALL DATH '”a
DELETE GFS DATA

2. Use the wheel to select which information to delete.
Options
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DELETE ALL DATA: Delete XRI and GPS information.
DELETE GPS DATA: Delete only GPS information.
3. Press the ENTER/MARK button.
The following confirmation pop-up message appears.

DELETE ALL DATA DELETE GPS DATH

Are You Sure 7 HAre You Sure 7

4. Press the ENTER/MARK button to clear the selected type of
information and return to the Home Screen.

Press the B/HOME button to cancel deleting the data and
return to the Home Screen.
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11 - Connecting with a computer

By connecting this unit with a computer using the USB cable,
you can transfer audio files on the SD card in the unit to a
computer, as well as transfer audio files on the computer to the
SD card in the unit.

This unit can handle audio files of the following formats.
WAV : 44.1k/48k/96kHz, 16/24 bit
BWF : 44.1k/48k/96kHz, 16/24 bit
MP3 : 44.1k/48kHz, 32k/64k/96k/128k/192k/256k/320kbps

Computer

= USB

micro-B USB plug

|
! :

PHANTOM
L INPUT LEVEL — -)
— @

* Instead of connecting the DR-44WL a computer via USB, you
can remove the SD card from the unit and insert directly (or
with a card adapter) to the computer and make the same
operation.

* Both WAV and BWF files will have the "“wav” extension.

* The DR-44WL will not operate when STIRAGE is selected
(highlighted) under USB connection.

* Please make a direct connection with the computer without
using a hub.

When you connect a USB cable while the unit power is on, or
turn on the power after making a connection, the 5B SELECT
screen will pop up, prompting the user to select either to
operate the unit with USB bus power or make a USB connection
with the computer.

< USE SELECT »
EUS POWER

STORAGE

Use the wheel to select (highlight) STORAGE , and press ENTER/
MARK button to connect the unit with the computer. The
message of USE connected appears.

USB
SO
connected

Make sure that an SD card has been inserted properly into the
DR-44WL.
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Power is supplied from the USB port if the USB cable is
connected to the unit that contains batteries (USB bus
power prioritized).
If an SD card is not properly inserted before making the USB
connection, aCan't Sawve Data pop-up message will appear.
When you open “computer”, DR-44WL appears on the computer
screen as an external drive with a volume label of “DR-44WL".

Transferring files to a computer

1. Click the “DR-44WL" drive on the computer screen to show
the “"MTR", “MUSIC” and “UTILITY” folders.

2. Open the “MTR" or “MUSIC" folder and drag and drop the
files that you want to transfer to the destinations of your
choice on the computer.

—Imn- Drive Tool: DR-44WL (E)

Transferring files from a computer

1. Click the “DR-44WL" drive on the computer screen to show
the “MTR", “MUSIC" and “UTILITY” folders.

2. Drag and drop files on the computer that you want to
transfer to the unit to the “MTR” or “MUSIC" folder.

* You can manage the “MTR” or “MUSIC” folder from the
computer.

* You can create a sub-folder in the “MUSIC” folder. The
DR-44WL can create up to two layers. The DR-44WL cannot
recognize sub-folders and files located at the third layer
level or below.

* Ifyou name sub-folders and music tracks, these names will
appear on the Home screen or ERIWSE screen of this unit.

* The “UTILITY” folder is used when updating the unit system,
for example.

* Do not change names, delete or otherwise alter individual
files inside the “MTR” folder.

Disconnecting the unit from a
computer

When disconnecting the DR-44WL from the computer, make
sure to follow the correct steps and remove the USB cable.

The power turns off after the unit completes its shutdown
(standby) process.

See the computer’s operation manual for instructions on how to
unmount an external volume.



Connect the unit and smart phone via
Wi-Fi

The DR-44WL designs are in conformance with the laws and
regulations of the countries and regions in which this unit is
sold, and labeled as required.
The DR-44WL is approved in the following countries and
regions:
United States, Canada, Europe (EU member states),
Australia, New Zealand, Japan
The use of wireless functions in a country other than those
listed above could result in a violation of that country’s
wireless transmission laws.
Our company will bear no responsibility for use in countries
other than those listed above.

The battery will drain faster during Wi-Fi use.
Running out of batteries during data transfer will terminate
the process and may result in transfer failure.
We recommend using either the AC adapter or USB bus
power during Wi-Fi use.
The DR-44WL is designed for remote control with the use of an
exclusive application (DR CONTROL), free of charge.
Transport control such as playback and stop, as well as input
level adjustment and file transfer can be made via Wi-Fi.

How to download and install the exclusive
application (DR CONTROL)

1. Connect your smart phone to the Internet.

2. Search the exclusive application (DR CONTROL) and
download from either Google Play (Android smart phone) or
App Store (i0OS device) for installation.

Selecting the Wi-Fi mode

You can choose from two connection modes according to the
use conditions.

Hl TO DEVICE mode

This unit operates as an access point, and computers, smart-
phones and other external devices can connect to it by Wi-Fi.

))) (((

B VIA ROUTER mode

This unit can connect to computers, smartphones and other
external devices by Wi-Fi through an existing Wi-Fi router.
This allows more flexibility. This also enables simultaneous
connection to the Internet, allowing easier file sharing and
location information checking, for example.

12 - Using Wi-Fi

Connecting the unit directly to external
devices (smartphones, tablets and
computers) by Wi-Fi (TO DEVICE mode)

The DR-44WL can make a Wi-Fi/peer-to-peer connection with
a smart phone via Wi-Fi, without the use of a router or other

external devices. No Wi-Fi network environment is required. It
can make direct connection with your smart phone or tablet.

During Wi-Fi/peer-to-peer connection, the smart phone or
tablet cannot connect to an external Wi-Fi network.

B Setting the Wi-Fi mode to TO DEVICE

1. Press the MENU button to open the HEHU screen.

2. Using the wheel, select (highlight) TOOL% and press the
ENTER/MARK or »» button.

TOOLS screen appears.

3. Use the wheel to select W1i-F 1 and press the ENTER/MARK
button.

Exec appears selected for the Wi-F1 item.

Wi-Fi 4Eec
SFPERKER +0FF

TUHER tExec

METROHOME  :Exec

4. Press the ENTER/MARK button to open the Wi-F1 screen.

5. Use the wheel to select HODE and press the ENTER/MARK
button.

6. Use the wheel to set the Wi-Fi mode to T DEVICE, and
press the ENTER/MARK button to confirm it.
Options: T DEVICE (default value), VIR ROUTER

IL(u/n/ N T OEY ICE

IMFO  :Exec

e

B Connecting the DR-44WL to a smart phone or tablet
via Wi-Fi for the first time

1. Press the Wi-Fi button of the DR-44WL; the Wi-Fi indicator
will start to flash.
ALCOHHECT TO THE HEW DELICE * pop-up message appears
on the display to determine whether or not the connection
is new.

2. You will be making a connection to a new smartphone, so
press the ENTER/MARK button.
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Wi -Fi

COMMECT TO THE
MEW DEWICE 7

3. 5510 and PASEWORD appear on the display.

)|
® 00:00:00

< Wi-Fi

S5ID
DR—44WL— 3335553
FRSSNORD

58181070

[ 1 = ] =1 4 ]

The SSID is the name of the wireless LAN access point
(wireless LAN device).

4. Select“setting” = “Wi-Fi” on the device.

> o o] oo ) 4 725 W 207PM
Settings S Q
Airplane Mode [
B wiri
Bluetooth © Bluetooth
© Dual SIM card settings
@ callsettings
Notifications Data usage
@ More

Device

Display

(&) ceneral

y @ sound &notification
Dispay & Brightness
) walipaper @ Do not disturb

iOS device example  Android device example

5. When Wi-Fi is enabled on for your device, it will display the
SSID list of Wi-Fi equipment. Select the SSID displayed on
the DR-44WL.

= 61 ez oLoE (2474 238PM
 settings Wik <« WiFi :
st on (o]
L
~ APort03498 e AirPort03498 %
AirPort34380 =
000008390TK8 8=
AirPort22589 a
000008390TKZ as 2
405893A07178038751744... & = oD 2
AiPort34380 aw
Game22589 %
AirPort35721 a=
AP-RVI 8= Game03498 %o
aterm-8181cc-a a=
aterm-8181cc-g Ze
aterm-8181cc-aw iz
aterm-8181cc-g ae @ aterm-8181cc-gw %o

iOS device example ~ Android device example

6. A password input screen appears on the device. Enter the
password shown on the display of the unit.

7. Wi-Fi connection is established between the DR-44WL and
your smart phone, and the Wi-Fi indicator of the unit will
light.

The above description on operating the device are for

reference only. Please refer to your smart phone's operation

manual for more details.
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B Connecting the DR-44WL to a smart phone or tablet

via Wi-Fi (from second time onward)

When you establish a connection between the DR-44WL and
your smart phone for the first time and need to connect them
again, you only need to select the SSID from the second time

onward.

1.

Press the Wi-Fi button of the DR-44WL; the Wi-Fi indicator
will start to flash.

ALCOHHECT TO THE HEW DEL'ICE * pop-up message appears
on the display to determine whether or not the connection
is new.

Your smart phone already made a peer-to-peer connection;
simply press the ll/HOME button.

]

Wi -Fi

COMMECT TO THE
MEW DEWICE 7

Pop-up message on the display disappears and the DR-44WL
switches to a standby mode to connect to your smart phone.
In your device, select “setting” = “Wi-Fi".

When Wi-Fi is enabled on for your device, it will display the
SSID list of Wi-Fi equipment. Select the SSID displayed on
the DR-44WL.

Wi-Fi connection is established between the DR-44WL and
your smart phone, and the Wi-Fi indicator of the unit will
light.

The above description on operating the device are for
reference only. Please refer to your smart phone's operation
manual for more details.

B Checking Wi-Fi connection information

1.

2.

When the W1i-F1 screen is open, use the wheel to select the
INFO item, and press the ENTER/MARK or »»I button.

Exec appears selected for the IHFO item.

MODE  :TODEVICE
IHFO M|t

Press the ENTER/MARK button to open the INFORHATION
screen.

[ INFORWATION
<5510

DR- 441IL - 3333333
<PRSSIIORD>

58181070

CHAMGE PRSSIORD

(e B0

5510 and PASSYWIRD information appears.
The 5510 is used to identify this unit on the Wi-Fi network.

The PASSWIRD is necessary when connecting to this unit by
Wi-Fi.




Press the RECORD button to change the password.

Connecting the unit to external devices
(smartphones, tablets and computers) by
Wi-Fi (VIA ROUTER mode)

B Setting the Wi-Fi mode to VIA ROUTER

1.
2.

Press the MENU button to open the HEHL screen.

Using the wheel, select (highlight) TOOLS and press the
ENTER/MARK or »»1 button.

TOOLS screen appears.

Use the wheel to select W1-F 1 and press the ENTER/MARK
button.

Exec appears selected for the Wi-F1 item.

Wi-Fi HE
SFPEAKER :0FF
TUHER tExec

METROHOME  :Exec

Press the ENTER/MARK button to open the W1-F1 screen.
Use the wheel to select HIDE and press the ENTER/MARK
button.

Use the wheel to set the Wi-Fi mode to l'IA ROUTER, and
press the ENTER/MARK button to confirm it.

Options: T DEVICE (default value), VIA ROUTER

Wi-Fi

MODE  :TODEVICE
IHFD WIA ROUTER
-

LIST oo
5510 :[ ]
FASSID : [ ]

Helom

Connecting the unit to an external router

When the W1-F1 screen is open, use the wheel to select the
LIST item, and press the ENTER/MARK or »» button.

Exec appears selected for the LIST item.

MODE  :%IA ROUTER
IMFO  :Exec
LIST =

S3I0 [
PASSIO : [

2. Pressthe ENTER/MARK button to open the 5100 LIST

screen.

SS5I0 LIST

HirFor 03495
Ganel 3495
OO0D0B390TEZ
405EI3A071 TBOSETS
aterm-cff Taf-gw
aterm-cffTef-g
HirFart

v e r el 12

1E

12 - Using Wi-Fi

3. From the list shown on the 5510 LIST screen, use the wheel
to select the router you want to connect, and press the
ENTER/MARK button to set it.

4, The selected SSID will be shown for the 5510 item.

: WIA ROUTER
IMFO  :Exec

LIST  :Exec

S5I0 :[AirPort343]
PRASSID = [#sssssssss]

Heolom

The SSID can also be input directly using the W1-F 1 screen
5510 item.
To do this, at the 5510 item, use the <4< and »»1 buttons
to move the cursor, and use the wheel to set the characters.
Press the ENTER/MARK button to confirm the SSID.
5. When the Wi-F1 screen is open, use the wheel to select the
PASSWD item, and press the ENTER/MARK or »»1 button.
6. At the PAZSWD item, use the << and »» buttons to move
the cursor, and use the wheel to set the router password
(encryption key).
Press the ENTER/MARK button to confirm the router
password (encryption key).
+ The following message appears when connection with
the router has succeeded. The Wi-Fi indicator on the unit
lights.

Wi-Fi

Wi-Fi Connection
Succeeded.
S5I0:

RirPorL34358
IF :19Z.165.8.18

+ The following message appears if connection with the
router fails. Input the correct password.

* Inmany cases, the router password (encryption key) is on
a label on the router itself or in its operation manual, for
example.

* After connection with a router has succeeded once, recon-
nection will be possible by just pressing the Wi-Fi button on
this unit. Passwords for the two most recent connections are

stored in this unit.

B Connecting a smartphone or other device to an
external router

1. Select“setting” = “Wi-Fi” on the device.
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Do ot Disturd

Device

Display

> 1544 100% | 06 @ 0 4 72% W} 207 PM
Settings Q
Arplane Mode [ Wireless & networks
B wiri © wiFi
Bluetooth © Bluetooth
© Dual SIM card settings
@ callsettings
Notiications Data usage
Control Center © More

General

@ sound &notification
Disply & Brightnss
) walpaper @ Donotdisturb

iOS device example  Android device example

2. When the device Wi-Fi is turned on, a Wi-Fi device SSID list
will appear. Select the SSID of the external router to use.

Ed o3 e oLeE C 74 74% W} 2:38PM
< settings Wi-Fi € WiFi :
wirt on o
L
v AirPort03498 a= G AirPort03498 Ze
SE ANETWORK. AirPort34380 =
000D0B390TKE i
AirPort22589 2
000008390TKZ a = =
405893A07178038751744... & = Game34380 =
AirPort3a3so as
Game22589 =
AirPort3s721 as
AP-RVI i Game03498 %o
aterm-8181cc-a e
aterm8181cc.g %o
aterm-8181cc-aw '
aterm-8181cc-g ae aterm-8181cc-gw %o

iOS device example  Android device example

3. Input the password for that external router.
A Wi-Fi connection between the smartphone and the
external router will be established.

B Checking the Wi-Fi connection information
1. When the Wi-F1 screen is open, use the wheel to select the

IHFO item, and press the ENTER/MARK or »»1 button.
Exec appears selected for the IHFO item.

MODE  :%IA ROUTER
IHFO M|t
LIST  :Exec

S5I0 :[AirPort343]
PRASSID = [#sssssssss]

Heolom

2. Press the ENTER/MARK button to open the INFORHATION
screen.

<HRME >
DR- 441IL- 3333333
<MAC ADDRESS >

20: f8: 5e:ac: 14: 22
<IF AOORESS >
192.168.0. 3

HAHE, HAC ADDRESS, and IF ADORESS information is shown.

HAHE shows the name to select when using DR CONTROL to
operate this unit.

HAC ADDORESS shows the MAC address assigned to the unit.

IF ADDORESS is the number on the Wi-Fi network assigned by
the router.
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Launching DR CONTROL

1. After completing the Wi-Fi connection, launch the DR
CONTROL app (installed beforehand) on the smartphone or
other device.

Always use the latest version of DR CONTROL.

2. Ascreen like the following will appear when the app
launches, and remote operation of the device will be
enabled.

me B4 98% M 138PM

® 000+ 00m 00s /0000008

2 170118_0001.wav -d8

iOS device example  Android device example

B When multiple DR-44WL/DR-22WL units are
connected to the same router in VIA ROUTER mode

1. Alittle while after the app launches, “DR List” will appear.
Select the DR-44WL that you want to control.

DR-22WL-0000000
192.168.0.5
DR-44WL-3333333
192.168.0.6

DRList
DRt 22410000000 available

ORI auaiae

B4 GET FIRMWARE

C@> CONNECT

iOS device example  Android device example

2. If “DRis not found” appears, touch the “OK” button, then
touch the “CONNECT” button to reacquire the list.

DR-22WL or DR-44WL is not found.

oK

@> CONNECT

iOS device example  Android device example

Please refer to your smart phone's operation manual for more
details.

Detailed descriptions, on the “DR CONTROL" application,
including the “DR CONTROL reference manual’, can be
downloaded from the TEAC Global Site (https://teac-global.
com).



Connecting this unit to a computer by
Wi-Fi

Transferring files from this unit to a computer is possible using
the free TASCAM DR FILE TRANSFER software designed for this
purpose. You can transfer recorded files by Wi-Fi.

Downloading and installing the TASCAM DR FILE
TRANSFER software
1. Connect the computer to the Internet.

2. Download TASCAM DR FILE TRANSFER from the TEAC Global
Site (https://teac-global.com/) and install it.

Connecting the unit directly to a computer
by Wi-Fi (TO DEVICE mode)

1. Press the MENU button to open the HEHU screen.

2. Using the wheel, select (highlight) TOOLS and press the
ENTER/MARK or »»1 button.

TOOLS screen appears.

3. Use the wheel to select W1-F1 and press the ENTER/MARK
button.

Exec appears selected for the Wi-F1 item.

TOOLS

+0FF
tExec

METROHOME  :Exec

4. Press the ENTER/MARK button to open the Wi-F1 screen.

5. Use the wheel to select HIDE and press the ENTER/MARK
button.

6. Use the wheel to set the Wi-Fi mode to Tl DEL'ICE, and
press the ENTER/MARK button to confirm it.

Options: T0 OEVICE (default value), VIA ROUTER

Wi-Fi

UV TO DEYICE

IHFO  :Exec

e

7. Press the Wi-Fi button of the unit to make the Wi-Fi
indicator blink.
ALCOHHECT TO THE HEW DEL'ICE * pop-up message appears
on the display to determine whether or not the connection
is new.

8. Since itis a new connection, press the ENTER/MARK button.

|

Wi -F

COMMECT TO THE
MEW DEWICE 7

9. 5510 and PASEYWIRD appear on the display.

12 - Using Wi-Fi

|
" 00:00:00

3510
DR=—dd4bL 3335533

PASSNORD

58181070

The SSID is the name of the wireless LAN access point
(wireless LAN device).
10. Click the wireless connection icon in the computer taskbar/
menu bar (Windows/Mac) to open a list of wireless networks.

Not connected o

d:[g] Connections are availzble

Wireless Network Connection ~

M

Windows

Wi-Fi: On
Turn Wi-Fi Off

DR-44WL-0000000

[
)]

Join Other Network...
Create Network...
Open Network Preferences...

Mac

11. Select the SSID shown on the unit's display.

12. When the security key input screen appears on the
computer, input the password shown on the display of the
unit.

ok ] [Cancal ]

Windows

When the password input screen appears on the computer,
input the password shown on the display of the unit.

., The Wi-Fi network “DR-44WL-0000000" requires
= aWPAZ password.

Mac

13. The Wi-Fi indicator on the unit lights when the Wi-Fi
connection is established between the unit and the
computer.
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12 - Using Wi-Fi

Connecting this unit to a computer by
Wi-Fi after the first time

After the unit and the computer have been connected once,
they can be connected again just by selecting the SS ID.

1.

Press the Wi-Fi button of the unit to make the Wi-Fi
indicator blink.

ALCOHHECT TO THE HEW DELICE * pop-up message appears
on the display to determine whether or not the connection
is new.

Since the unit has been connected to the computer previ-
ously, press the ll/HOME button.

]
[

i -F

COMMECT TO THE
MEW DEMICE 7

L 1 = 1 = F 4

When the pop-up message disappears from the display, the
unit is waiting to connect to the computer.

Click the wireless connection icon in the computer taskbar/
menu bar (Windows/Mac) to open a list of wireless networks.

Select the SSID shown on the unit's display.
The Wi-Fi indicator on the unit lights when the Wi-Fi

connection is established between the unit and a computer.

For instructions about connecting a DR-44WL in VIA
ROUTER mode to a computer using a Wi-Fi connection
through a router and other details about the software,
download the TASCAM DR FILE TRANSFER Owners Manual
from the TEAC Global Site (https://teac-global.com).
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13 - Settings and Information

View information (INFORMATION)

Use the INFORHATION screen to view various types of infor-
mation about this unit.
Follow the below steps to display the IHFORHATION screen:
1. Press the MENU button to open the HEHU screen.
2. Using the wheel, select (highlight) 5¥'STEH and press the
ENTER/MARK or »»1 button.
SWSTEH screen appears.

3. Use the wheel to select INFORHATION and press the ENTER/

MARK or »»1 button.
Exec appears selected for the INFORHATION item.

4. Press the ENTER/MARK button to open the INFORHATION
screen.

IHFORMATION OO
FROJECT 1/2
£170201_0001

F170201_000151

170201 _000153
170201 _000154

The INFORHATION screen has the following pages.
5. Use the wheel to change the page.
The following information appears on each page.
PROJECT 1/2 page (4CH mode only):
Displays the names of the audio files in the currently
loaded project
PROJECT 272 page (4CH mode only):

Displays various types of information about the currently

loaded project
CARD page:

Displays information on the inserted SD card.
SWSTEH page:

Displays information on the system settings and firmware

version of the unit.

Project information page 1 (PROJECT 1/2)
(4CH mode only)

The PROJECT 12 page shows the names of the audio files in the

currently loaded project.

IHMFORMAT IOKH a
PROJECT 142
170201 _0oo

*170z01_noo151

170201 _0001 535
170201 _000154

M TITLE/FILE1-4

Shows the file name.
If an MP3 file has ID3 tag title information that information
appears.

Project information page 2 (PROJECT 2/2)
(4CH mode only)

The PROJECT 2/ page shows various types of information
about the currently loaded project.

INFORMATION OO

AW, 16kt
44 1k

1 2000,/01/03
(00 34

+8. Bibyte

B FORMAT

Shows the audio file type.

For WAV and BWF files, bit length also appear.

For MP3 files, the bit rate (kbps), CBR (constant bit rate) or VBR
(variable bit rate) type also appear.

B SAMPLE

Sampling frequency (Hz)
Bl DATE

Date of file creation

H TIME

Time of file creation

B SIZE

File size

Card information page (CARD)
CARD page display information on the inserted SD card.

IMFORMAT IO i
I

TOTAL MUSIC

Bl TOTAL MUSIC

Displays the number of playable files in the music folder.
Bl TOTAL FOLDER

Displays the total number of folders in the music folder.
B TOTAL SIZE

Shows the total SD card capacity.

B USED SIZE

Displays the amount of used capacity on the SD card.

Bl REMAIN SIZE

Displays available free space of the SD card.

System information page (SYSTEM)

SYSTEH page display information on the firmware version of the
unit.

INFORMATION ‘OO

Z.10 01149

Z.00 0025
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13 - Settings and Information

B System Ver.
Displays the system's firmware version.
B Wi-Fi Ver.

Displays the Wi-Fi firmware version.

Configuration (SYSTEM)

The SYSTEH screen allows you to initialize the setting of the unit
and format the SD card.

Follow the below steps to display the SY5TEH screen:
1. Press the MENU button to open the HEHL screen.

2. Using the wheel, select (highlight) S¥5TEH and press the
ENTER/MARK or »»1 button.

SWSTEH screen appears.

bl
IHFORMATION  Cyaeeea)
DATE/TIME 1Exec
FILE MAME tEnec

MARE SKEIF MODE : ALL
¥RI MODE tOFF
LAMGUAGE tENG
IMNITIALIZE  :Exec

-

Use <<t button and »»1 button, ENTER/MARK button
and wheel to make settings for different items.

The following settings for each item can be made in the
SYSTEH screen.

Setting the file name type

This unit can set name types of the recording files.

1. Use the wheel to select FILE HAHE and press the ENTER/
MARK or »» button.
Exec appears selected for the FILE HAHE item.

2. Pressthe ENTER/MARK button to open the FILE HAHE
screen.

TvPE Qi
WORD : [TRSCAM]
COUHT INIT :Exec

EXAMPLE:
TASCAM_DO001351 . way

3. Use << button and »» button, ENTER/MARK button
and wheel to make settings for different items.

The following settings for each item can be made in this
screen.

B File name type

In the TWPE item, select either the DATE or WIRD options.
Options:
DATE (default value): dates will be included in file name.
Example: 140101_0001S12.wav

WORD: the six characters set in WIRD will be included in file
name.

Example: TASCAM_0001S12.wav

The internal clock of the unit is used to set dates. (See
“Setting the date/time” on page 14.)
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B Setting characters (WORD)

In the WIRD item, use either the << button or the »¥»I button
to move the cursor, and turn the wheel to set characters.

In addition to alphabets and numbers, the following characters
canbeused: ' #$% &' ()+,-.;=@[1A_"{}~

B Initializing the numbers (COUNT INIT)

To execute, press ENTER/MARK button in the COUHT IHIT item.
All newly created files will be assigned with numbers set in the
WIRD item, starting from the BAA1 count.

Setting the language
Use the LAHGUAGE item to set the language shown on the
display.

1. Use the wheel to select the LAHGUAGE item and press the
ENTER/MARK button.

Options

Eng.: use English
B#:E: use Japanese
Fran.: use French
Ezpan: use Spanish
Deu. : use German
Ttal.: use Italian
Pyc.: use Russian

THFORMAT I0OH
DATE/TIWE [EEXS
F ILE HAHE Fran.
MARK SKIF WODE |E=paf
¥R HODE Deu.
LAHGLAGE Ital.

INITIALIZE Fuwe.
b d

2. Turn the wheel to move the cursor and select the language.

3. Press the ENTER/MARK button to open a pop-up
confirmation window.

LAMGURGE

-» BFEE

Are You Sure 7

MEDIA FORMAT :Exec

4. Press the ENTER/MARK button to confirm the language
selection. To cancel language selection, press the l/HOME
button.

Restoring the DR-44WL to factory settings

Use the INITIALIZE item to execute initialization; this will

restore the unit to factory settings.

1. Use the wheel to select INITIALIZE and press the ENTER/
MARK or »»1 button.
Enec appears selected for the INITIALIZE item.

2. Pressthe ENTER/MARK button to open a pop-up confir-
mation window.

IMITIALIZE
Reztore

factory setup
Are You Sure T

INITIALIZE  {e==g ]




3. Press the ENTER/MARK button to initialize the unit.
Press Ml /HOME button to cancel initialization.

Completely format a SD card

Use the HEDIA FORHAT item to format the SD card.

Formatting erases all music files on the card and automatically

creates new “MTR’, “MUSIC” and “UTILITY" folders as well as a

“dr-1.sys"file.

1. Use the wheel to select HED'IR FORHAT and press the ENTER/
MARK or »»1 button.

2. Select the formatting method.

Option Details

QuUICK .

(default value) Quickly format the card.
ERASE Erase and format the card.

OATE/TIME tExec
FILE HAKME tExec
MARE SKIF MODE : MAMUAL
KRT MODE
LANGUAGE
INITIALIZE

hd

* Using the ERASE formatting option might restore an SD card
that has decreased writing performance due to repeated
use.

* ERASE formatting checks for memory errors as it formats, so
it takes more time compared to QUILK formatting.

3. Press the ENTER/MARK button to open a pop-up confir-
mation window.

QEIE S TIkE =L
MEDIA FORMAT

Eraze all data

Are You Sure 7

MEDIA FORMAT :ERASE
|

4. Press the ENTER/MARK button to execute the formatting.
Press the B/HOME button to cancel the formatting.

When formatting the SD card, make sure that the unit is
connected to either the dedicated AC adapter (TASCAM
PS-P520U: sold separately) or the USB bus power from a
computer, or operating on fully-charged batteries.
Formatting may not complete successfully if the battery
runs out.

13 - Settings and Information

/DISFLAY T
= 50min
EATTERY TYFE =HLKAL
FPHAHTOM WOLT = 4EY

BACKLIGHT 155EC.
COMTRAST S
FERK HOLD tlzec

3. Use <t button and »» button, ENTER/MARK button
and wheel to make settings for different items.
The following settings for each item can be made in the
POYER/DISPLAY screen.

Power and display settings (POWER/
DISPLAY)

Use the POYER/DISPLAY screen to set the power and display of
the unit.
Follow the below steps to display the PONER /D ISPLAY screen:
1. Press the MENU button to open the HEHU screen.
2. Using the wheel, select (highlight) POVWER /D I5FLAY and
press the ENTER/MARK or »» button.
The PORERDISPLAY screen will appear.

Auto power save function setting

Use the AUTO PYR SALE item to set the time for automatic
turn-off (standby mode), counting from the last operation.
Options: OFF (no automatic turn-off), 2min, Smin,
18m1n, 28m1in (default value)

Battery type settings

Use the BATTERY TVPE item to set the battery type.

This setting is used to display the remaining battery power and

to calculate the minimum capacity for normal operation.
Options: ALKAL (alkaline batteries, default value), H1-HH
(nickel-metal hydride batteries)

Set the voltage value of the phantom power
supply

Use the PHAHTOH LMOLT item to set the voltage value of the
phantom power supply to connect an external microphone that
requires phantom power.

Options: +24 U, +4& LI (default value)

Battery power will be consumed faster when set to+4% U}
than when set to+24 11,

Backlight setting

Use the BHCKLIGHT item to set the time for automatic turn-off
of back-light in battery operation, counting from the last
operation.
Options: OFF (turned off), S5EC. (default value),
1B5EC. ,155EC. , 2B5EC. , ALWAYS (always turned on)

Adjusting the display contrast

Use the COHTRAST item to adjust the display contrast.
Options: 1 - 2f (default value: &)

Set the peak hold

Use the PEAFK, HOLD item to set the peak display of the level
meter.
Options: OFF, 1s&c (default value), HOLD
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14 - Messages

The following is a list of pop-up messages.

DR-44WL displays pop-up messages according to situations.
Refer to this list when you want to know the meaning of each
message and a method of dealing with a problem.

Message

Details and solutions

Message

Details and solutions

Low battery,
Wi-F1 OFF

The battery charge is low, so Wi-Fi cannot
be used. Replace the batteries with new
ones.

Battery Empty

The batteries are empty.
Replace the batteries.

Can't Divide

The selected division point is not appro-
priate for DIVIDE action. (Beginning of a
file, end of afile)

Hax File Size

The file is larger than the designated size,
or the recording time has exceeded 24
hours when the total number of folders
and files was already at the limit (5000).

The SD card cannot be recognized

Card Error properly. Replace the card.
The SD card has no remaining capacity.
Card Full Erase unnecessary files or transfer them to

a computer.

The SD card is not formatted properly or
the card may be broken. Replace the SD
card with another or press the ENTER/

Current File
HP3

MP3 files cannot be divided.

HER Error MARK button while this message is being
Init CARD shown to format the card.

Formatting will erase all the data on the

SD card.

A SD card is not set. Insert a recordable SD
Ho Card

card.

Dup File Hame

The name of the DIVIDE file to be created
is identical to the name of the file that
already exists in the same folder. The
DIVIDE function adds”_a"or”_b" to the
end of the file name. Before using the
DIVIDE function, connect the DR-44WL to a
computer and edit the file name.

Hon-5Supported

The file type is not supported. Please see
“11 - Connecting with a Computer” for file
formats that this unit can use.

Write Timeout

Writing to the SD card was not in time.

Back up files to a computer and format the
card.

File Full

The total number of folders and files
exceeded the limit (5000). Delete unnec-
essary folders and files or move them to a
computer.

Can't Save Data

Device Error

File Error

File Hame ERR

The DIVIDE function would cause the file
name to exceed 200 characters. The DIVIDE
function adds”_a" or”_b"to the end of

the file name. Before choosing the DIVIDE
function, connect the unit to a computer
and edit the file name to less than 198
characters.

Hot Continued

Player Error

W iting
Failed

Sys Rom Erv

File Hot Found

The file cannot be found or damaged.
Check the target file.

System Err HH
(HH is a number.)

Restart the unit when this error message
appears.

If the power cannot be turned off, remove
the batteries, disconnect the dedicated
AC adapter (TASCAM PS-P520U: sold
separately), or disconnect the USB cable
when in bus power supply.

If the error message continues to appear
frequently, please contact the store where
you purchased this unit or a TASCAM
customer support service.

File Hot Found
Hake Sys File

System files required to operate the
DR-44WL is missing. When this message
appears, press the ENTER/MARK button to
automatically create a system file.

File Protected

The file is read only and cannot be erased.

Format Error
Format CARD

The SD card is not formatted properly or
the card may be broken. This message

also appears when a computer under USB
connection formatted the card, or when an
unformatted card is inserted to the unit.
Always use the DR-44WL to format cards to
be used with it. Replace the SD card with
another or press the

ENTER/MARK button while this message is
being shown to format the card.
Formatting will erase all the data on the
SD card.

Inwalid Card
Change Card

The SD card may be abnormal. Replace the
SD card.

Invalid SysFile
Hake Sys File

The system file required to operate this
unit is invalid. When this message is being
displayed, press the ENTER/MARK button
to create a new system file.

I/ Too Short

The IN (start) and OUT (end) points are
too close. Re-set by spacing at least one
second in between.
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15 - Troubleshooting

If you are having trouble with the operation of this unit, please try the following before seeking repair. If these measures do not solve the
problem, please contact the store where you purchased this unit or TASCAM customer support service.

B The power does not turn on.

Are batteries low?

Are batteries inserted correctly with the @, © terminals
aligned correctly?

Confirm that the power plug of the dedicated AC adapter
(TASCAM PS-P520U: sold separately) and a USB connector
are securely inserted.

Is the USB cable connecting the computer for USB bus
power securely connected?

Is the USB hub in use with computer connection for USB
bus power?

The DR-44WL turn the power off automatically

Is the automatic power saving function on? (See “Auto

power save function setting” on page 61.)
The DR-44WL is in compliance with the European Standby
Power Regulations (ErP), and therefore, the automatic
power saving function will work whether the unit is being
powered by an AC adapter or batteries. Select OFF if you
do not want to use the auto power saving function (the
factory default setting is 28m1n).

The unit does not function.

Is the HOLD/ O / | switch set at HOLD?
Is the unit connected to a computer via USB cable (USB
Connected)?

The SD card is not recognized.
Confirm that the SD card is inserted completely.

B The DR-44WL don't play back

If the file is WAV format, check whether its sampling rate is
compatible with the unit.

If the file is MP3 format, check whether the bit rate is
compatible with the unit.

B The built-in speaker does not emit sound

Is a headphone connected to the unit?
Is the SPERKEF item set as OFF?
Is the unit in recording or recording standby mode?

B The monitor system does not emit sound

Is the monitoring system securely connected?
Is the monitoring system volume at minimum level?
Is the output level setting of the unit at minimum level?

B The DR-44WL is not recording

Check the connection again.
Check the input settings again.

Is the input level low?

Confirm that the SD card is not full.

Check whether the number of files has reached the
maximum level.

B The input level is too low

* Istheinput level setting too low?
* Is the output level of the connected device too low?

Bl The sound | want to record is distorted

* Isthe input level setting too high?
* Isreverb setting ON?

B Playback sound is not natural

* Is the playback speed changed?

* Check the setting status of the playback equalizer.

* Confirm that the level alignment function is not enabled.
* Isreverb setting ON?

B The file cannot be deleted

* Is thefile a copy of a read-only file set by a computer?

B The computer does not display the unit’s files

* Is the DR-44WL connect to a computer via USB port?
* IsUSB hubin use?
* Isthe unit in recording or recording standby mode?

Bl The DR-44WL cannot make a Wi-Fi connection or
communication is interrupted

* Check that the Wi-Fi device is turned ON and/or the Wi-Fi
function is ON.

* Is the distance to the Wi-Fi device too far?
Is there any obstacles in between, for example a wall?

When a Wi-Fi device is located at the rear side of the
DR-44WL, the unit itself maybe the cause of interruption.

Try changing the positions of the Wi-Fi device and the unit.
* Turn OFF and restart the DR-44WL.

* Delete the registration of “DR-44WL" in the Wi-Fi device and
follow the steps in “Connecting the unit to a Wi-Fi device”.

* Relaunch the DR CONTROL application.
*  When using VIA ROUTER mode:

- Disconnect other devices that are connected to the Wi-Fi
router.

- Move the Wi-Fi router to a different location.

B The wrong language was set accidentally.
Slide the HOLD/ ¢ / | switch to turn the power off. Then, slide
the HOLD/ ¢ / | switch while pressing and holding the MENU
button to turn the unit on again.

The language selection menu will appear, and you will be able
to select the language.
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16 - Specifications

Rating

Audio performance

B Recording media

SD card (64 MB - 2 GB)
SDHC card (4 GB - 32 GB)
SDXC card (48 GB - 128 GB)

B Recording/playback formats

BWF: 44.1k/48k/96kHz, 16/24 bit
WAV: 44.1k/48k/96kHz, 16/24 bit
MP3: 44.1k/48kHz, 32k/64k/96k/128k/192k/256k/320kbps

Bl Number of channels

4 channels
* 4CH mode
Mono: Up to 4 files
Stereo: Up to 2 files
Stereo (1 file) + mono (up to 2 files)
* MTR mode
Mono: Up to 4 files

Input/output ratings

Analog audio input and output ratings

B EXT MIC/LINE IN jack (supporting phantom power
supply)
Connector: Combo type
XLR-3-31
(1: GND, 2: HOT, 3: COLD)
6.3 mm (1/4") TRS standard jack
(Tip: HOT, Ring: COLD, Sleeve: GND)
When the EXT IN switch is at MIC, or at
MIC+PHANTOM
Input impedance: 2.2 kQ or more
Reference input level:-17.3 dBu + 2 dB
Maximum input level: -1.3 dBu + 2 dB

When the EXT IN switch is at LINE
Input impedance: 2.2 kQ or more
Reference input level: +4 dBu
Maximum input level: +20 dBu
B Q/LINE OUT jack

Connector: 1/8” (3.5 mm) stereo mini jack

Output impedance: 12 Q

Reference output level: -14 dBV (with 10 kQ load)
Maximum output level: +2 dBV (with 10 kQ load)
Maximum output: 20 mW + 20 mW (with headphones
connected, with 32 Q load)

B Built-in speaker
0.3 W (mono)

Control input/output ratings

B USB port

Connector: Micro-B type
Format: USB 2.0 HIGH SPEED mass storage class
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B Frequency response
20-20 kHz +1/-3 dB
(EXT IN to LINE OUT, 44.1 kHz sampling frequency, JEITA)
20-22 kHz +1/-3 dB
(EXT IN to LINE OUT, 48 kHz sampling frequency, JEITA)
20-40 kHz +1/-3 dB
(EXT IN to LINE OUT, 96 kHz sampling frequency, JEITA)

H Distortion

0.05% or less
(EXT IN to LINE OUT, 44.1/48/96 kHz sampling frequency, JEITA)

Ml S/N ratio

92 dB or higher
(EXTIN to LINE OUT, 44.1/48/96 kHz sampling frequency, JEITA)
Note) Based on JEITA: JEITA CP-2150

Wi-Fi

Bl Wireless standard
Based on IEEE 802.11b/g/n (2.4 GHz only)
Bl Wireless communication mode

TO DEVICE mode
Simple access point (Limited AP)
VIA ROUTER mode
Infrastructure (Station)
B Security

WPA2-PSK (WPS2.0 compatible)



16 - Specifications

General

Format Operation time | Note

B Power supply

4 AA batteries (alkaline or NiMH)
USB bus power from a computer
Dedicated AC adapter (TASCAM PS-P520U: sold separately)

Bl Power consumption

2.5W (maximum)

B Battery operation time (continuous operation)
* Alkaline batteries (EVOLTA)

Input from the
About 11 hours | built-in micro-
phone + line input

Recording in 4ch MP3,
44.1 kHz, 128 kbps

Format

Operation time

Note

Recording in 2ch WAV,
96 kHz, 24 bit

About 13 hours

Input from the
built-in micro-
phone

Built-in stereo mic
Recording in 4ch WAV, and line inputs
44.1 kHz, 16 bit About 5 hours with phantom
power on

Built-in stereo mic

Recording in 4ch WAV, About 5.5 hours | and line inputs

44.1 kHz, 16 bit

Recording in 2ch WAV,
44.1 kHz, 16 bit

About 16 hours

Input from the
built-in micro-
phone

Recording in 2ch MP3,
44.1 kHz, 128 kbps

About 14 hours

Input from the
built-in micro-
phone

Recording in 4ch WAV,
96 kHz, 24 bit

About 13 hours

Input from the
built-in micro-
phone + line input

Input from the

Recording in 4ch WAV, | About 13.5 built-in micro-
44.1 kHz, 16 bit hours L

phone + line input
Recording in 4ch MP3, | About 13.5 Eﬁﬁtlg?:?ctr:e
44.1 kHz, 128 kbps hours

phone + line input

Recording in 4ch WAV,
44.1 kHz, 16 bit

About 5 hours

Built-in stereo mic
and line inputs
with phantom
power on

Recording in 4ch WAV,
44.1 kHz, 16 bit

About 5.5 hours

Built-in stereo mic
and line inputs

with Wi-Fi on
Recording in 2ch WAV, | About 15.5 When using a
44.1 kHz, 16 bit hours headphone

Recording in 2ch MP3,

About 16 hours

When using a

44.1 kHz, 128 kbps headphone
Recording: JEITA recording time Playback: JEITA music playback
time

* Using NiMH batteries (eneloop)

Format Operation time | Note

Recording in 2ch WAV, | About 10.5 Eﬁﬁ::‘rc:nn?ctg?

96 kHz, 24 bit hours

phone
Recording in 2ch WAV, | About 12.5 ::?LﬁIL'JctJ\r?anctr:e
44.1 kHz, 16 bit hours

phone

Recording in 2ch MP3,
44.1 kHz, 128 kbps

About 10 hours

Input from the
built-in micro-
phone

Input from the

Recording in 4ch WAV, | About 10.5 built-in micro-

96 kHz, 24 bit hours L
phone + line input

Recording in 4ch WAV, | About 11.5 Eﬁﬁtlg?nn?ctrge

44.1 kHz, 16 bit hours

phone + line input

with Wi-Fi on
Recording in 2ch WAV, | About 12.5 When using a
44.1 kHz, 16 bit hours headphone
Recording in 2ch MP3, When using a
44.1 kHz, 128 kbps About 12 hours headphone

Recording: JEITA recording time Playback: JEITA music playback
time

The battery operation times (during continuous operation)
could vary depending on the media being used.

B Dimensions

79%162.2x42.5mm (W xHxD)
H Weight

346 g/251 g (including batteries/not including batteries)
B Operating temperature

0°C-40°C

Dimensional drawings

=
| —

L INpUT LEVEL —

162.2mm

—— TRACK/INPUT ——  MIXER

(Glalalois)

H/HOME ea > RECORD

EXTIN
CCan

mic+-* 1 L LNe

PHANTOM MIC

2
o 79mm E 42.5mm || 1Tmm
q— &

* lllustrations in this manual may be different from the actual
product.

* To improve the product, specifications and external
appearance may change without prior notice.
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