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Corrections to the Owner's Manual

"On the DP-02CF" on page 39, STEP 2

Correct: (32,16,8,4, or 2 gigabytes — 1 gigabyte is 1024 megabytes)

Incorrect: (64,32,16, or 8 gigabytes — 1 gigabyte is 512 megabytes)

"Audio performance" on page 55

Frequency response
Correct: 20 Hz ~ 20 kHz, +1 dB / -3 dB

Incorrect: 20 0 Hz ~ 20 kHz, +1 dB / 3 dB

Total harmonic distortion
Correct: < 0.02 % (1 kHz, -10 dBV, 22 kHz LPF, MASTER fader at nominal)

Incorrect: < 0.02 % (1 kHz, 10 dBV, 22 kHz LPF, MASTER fader at nominal)

"Handling of compact discs" on page 64

Correct: The DP-02 has been designed for the playback of CD-DA (standard audio) format discs and MP3 files recorded on 
the discs using the ISO9660 format.

Incorrect: The CD-RW901SL has been designed for the playback of CD-DA (standard audio) format discs and MP3 files 
recorded on the discs using the ISO9660 format.

Correct: In addition to ordinary 12 cm (5-inch) CD, it can also play properly recorded CD-R and CD-RW discs.

Incorrect: In addition to ordinary 5-inch and 3-inch CDs, it can also play properly recorded CD-R and CD-RW discs.


